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GENERAL NOTES

Code Reference:

California Building Code 2019 (CBC)
California Residential Code 2019 (R)
California Green Building Standard Code 2019 (CGBSC)
California Mechanical Code 2019 (CMC)
California Electrical Code 2019 (CEC)
California Plumbing Code 2019 (CPC)

Code Compliance and Inspection Per City Of Fresno:

1.All construction shall Conform to California Building Code 2019
pertaining to Type VB construction and all other applicable
codes.

2. An approved set of drawings bearing the stamp of the City of
Fresno Building and Safety Department shall be available on the
construction site at all times. All appropriate and necessary
Department of Building and Safety permits must be posted at all
times.

General Construction Notes:

1.

Prior to ordering any materials or doing any work, each trade
shall verify all measurements at the building and shall be
responsible for the correctness of the same. No extra charge
or compensation will be allowed on account of differences
between actual dimensions and the measurements indicated
on the drawings; any discrepancies between the drawings and
field conditions which may be found shall be submitted to the
Architect for consideration and clarification before proceeding
with the work. The contractor shall be responsible for any
deviation from the Contract Documents.

All of the Architect's drawings and construction notes are
complimentary and what is called for will be binding as if
called for by all; any work shown or referred to on any one
drawing shall be provided as though shown on all drawings.
The work to be performed consists of furnishing all labor,
equipment, tools, transportation, supplies, fees, materials and
services in accordance with these notes and drawings; and
includes performing all operations necessary to construct and
install complete, in satisfactory condition, the various
materials and equipment at the locations shown.

All dimensions to from stud to stud; or center of stud to
center of stud (unless otherwise noted).

Contractor to field verify all dimensions and elevations for
clearances and notify Architect of any discrepancies between
Drawings and actual conditions.

Full size or large scale details or drawings shall govern small
scale drawings which they are intended to amplify.

The standard specifications of the manufacturer for products
called for in the drawings and notes are hereby made a part of
these notes with the same force and effect as though herein
written out in full.

All materials required for the performance of this work shall be
new and of the best quality of the kinds specified. The use of
old or second hand materials is strictly forbidden, except for
locations on the drawings that refer to removal and relocation
of materials or equipment. Materials shall be used in
accordance with the manufacturer's specifications. The
contractor shall submit all product warranties. The contractor
will warranty all work as per applicable regulations.

Plumbing, Electrical and Mechanical work shall be performed
by a licensed member of the respective trade.

10. All insurance costs and costs associated with permits,

11.

inspection and sign-offs shall be at the contractors cost.
Certificates of insurance are required from the licensed
electrician, licensed plumber, and the general contractor for
the amounts specified by the contract.

12. All contractors, sub-contractors and others working on the

project shall submit waivers of liens signed at the completion
of their work.

13. The premises and job site shall be maintained in a reasonably

14.

15.

neat and orderly condition and kept free from accumulations
of waste materials and rubbish during the entire construction
period. The contractor shall remove all crates, cartons and
other trash from the work areas each day, and shall be
responsible for its proper disposal. The premises shall be
protected throughout construction and shall be turned over in
spotless and orderly condition. All fixtures and equipment will
be left in undamaged, bright, clean and polished condition.
Construction work will be confined to the areas designated on
the drawings and will not create dust, dirt or other
inconveniences to other spaces.

Provide approved job site toilet that is available to anyone
involved in construction activities.

16. The construction shall not restrict a five-foot clear and

17.

18.

19.

20.
21.
22.

23.
24.

25.

26.

unobstructed access to any water or power distribution
facilities (power poles, pull-boxes, transformers, vaults,
pumps, valves, meters, appurtenances, etc.) or to the location
of the hook-up. The construction shall not be within ten feet of
any power lines-whether or not the lines are located on the
property. Failure to comply may cause construction delays
and/or additional expenses.

Nothing shall interfere with the rights, comforts, or
conveniences of any neighbors. No construction work, repair
work, or other installation involving noise shall be conducted
except on city approved work days/hours, unless such
construction or repair work is necessitated by an emergency,
or otherwise agreed to by owner.

Provide all temporary and permanent shoring as required in
structural drawings.

All wood floors to be secured as required to prevent creaking.
All holes to be patched.

Provide gutters and downspouts as required.

Weatherstrip exterior doors from heated spaces.

Upon completion of project, premises shall be left broom
clean, swept free of dirt and dust, all glass to be clean, all
fixtures and appliances made fully operational, all systems,
(electrical, plumbing, hvac, etc.) to be made fully operational
and balanced. All warranties and manuals of systems
reviewed with and given to owner.

All'work shall be subject to final inspection by the Architect.
A copy of the evaluation report and/or conditions of listing
shall be available at the job site.

Materials delivered to the construction site shall be protected
from rain or other sources of moisture.

An Operation and Maintenance Manual for any newly installed
equipment, appliances, HVAC system, photovoltaic system,
electric vehicle chargers, water heating system, landscape
irrigation and other major appliances and equipments, shall be
provided in the building at the time of final inspection.

Moisture Protection:

1.
2.

Flash and counter-flash at all roof to wall conditions.

G.l. flash and caulk wood beams projecting form exterior wall
or roof surfaces.

All exterior finish materials shall be applied over minimum
30+# asphalt saturated felt, unless otherwise noted.

Flash all exterior openings with approved waterproof building
paper to extend at least 3" under the building paper behind the
wall covering.

Shower and bathtub wall surrounds shall be stonertile as
noted, to @ minimum 6'-8" a.f.f. and shall also extend 4"
beyond the face of shower pan or tub.

Bathtub and shower floors, walls above bathtubs with a
showerhead, and shower compartments shall be finished with
a nonabsorbent surface. Such wall surfaces shall extend to a
height of not less than 6 feet above the floor (R 307.2)

Fire Protection:

1.

10.

11.

12.

13.

All building materials stored at the construction site and/or
inside the building are to be secured in a locked area. Access
to such areas to be controlled by the Owner and/or the
General Contractor.

All materials are to be stored in an orderly manner.

All flammable materials to be kept tightly sealed in their
respective containers. Such materials are to be kept away
from all heat sources.

All flammable materials to be used and stored in an
adequately ventilated space.

All electrical power to be shut off where there is exposed
conduit.

All electrical power in the construction area to be shut off after
working hours.

The contractor will at all times make sure that there is no
leakage of natural gas in the building, or any flammable gas
used in construction.

Provide a class A,B or G fire-retardant roof covering per
Section (R 902.1).

On site fire protection equipment (such as extinguisher) will
be kept readily available at all times.

If fire sprinkler system is required, fire sprinkler system shall
be approved by Plumbing Division prior to installation.

In combustible construction, fire blocking shall be provided to
cut off all concealed draft openings (both vertical and
horizontal) and to form an effective fire barrier between
stories, and between a top story and the roof space. (R
302.11)

Enclosed accessible space under stair shall have walls,
under-stair surface and any soffits protected on the enclosed
side with 1/2 inch gypsum board. (R302.7)

Smoke detectors shall be provided for all dwelling units
intended for human occupancy, where a permit is required for
alterations, repairs or additions. (R 314.2)

14. Where a permit is required for alterations, repairs or additions,

existing dwellings or sleeping units that have attached garages
or fuel-burning appliances shall be provided with a carbon
monoxide alarm in accordance with Section R315.2. Carbon
monoxide alarms shall only be required in the specific
dwelling unit or sleeping unit for which the permit was
obtained. (R 315.2)

15. An approved smoke alarm shall be installed in each sleeping

room & hallway or area giving access to a sleeping room, and
on each story and basement for dwellings with more than one
story. Smoke alarms shall be interconnected so that actuation
of one alarm will activate all the alarms within the individual
dwelling unit. In new construction smoke alarms shall receive
their primary power source from the building wiring and shall
be equipped with battery back up and low battery signal
(R314)

16. An approved carbon monoxide alarm shall be installed in

dwelling units and in sleeping units within which fuel-burning
appliances are installed and in dwelling units that have
attached garages. Carbon monoxide alarm shall be provided
outside of each separate dwelling unit sleeping area in the
immediate vicinity of the bedroom(s) and on every level of a
dwelling unit including basements. (R 315.3)

Exits and Stairways:

1.

10.

The means of egress shall provide a continuous and
unobstructed path of vertical and horizontal egress travel from
all portions of the dwelling to the exterior of the dwelling at the
required egress door without requiring travel through a garage.
The required egress door shall open directly into a public way
or to a yard or court that opens to a public way. (R 311.1)

At least one door shall be 36" wide by 80" high. (R 311.2)

Provide minimum 32" wide doors to all interior accessible

rooms. (R 311.2)

The entry/exit door must open over a landing not more than

1.5" below the threshold. Exception: Providing the door does

not swing over the landing. Landing shall be not more than

7.75" below the threshold. Storm and screen doors are

permitted to swing over all exterior stairs and landings.

(R311.3.1)

Landing at a door shall have a length measured in the direction

of travel of no less than 36". (R 311.3)

A landing shall be provided at the top and bottom of stairways.

(R311.7.6)

Stairway details :

a. 7.75" maximum rise & minimum 10" run. (R 311.7.5)

b. Minimum 6'-8" headroom clearance. (R 311.7.2)

c. Minimum 36" clear width. (R 311.7.1)

d. Handrails 34" to 38" high above tread nosing
(R311.7.8.1)

e. Handgrip portion of handrail shall not be less than 1.25"
and no more than 2" cross- sectional dimension having a
smooth surface with no sharp corners. (R 311.7.8.5)

f. Maximum 4" clear spacing opening between rails.

All interior and exterior stairways shall be illuminated.

(R 303.7)

For glass handrails and guards, the panels and their support

system shall be designed to withstand the loads specified in

Chapter 16 of CBC. A safety factor of four shall be used. The

minimum nominal thickness of the glass shall be 1/4 inch.

(CBC 2407)

Provide emergency egress from sleeping rooms and

basements. Show details on plans. Minimum - 24" clear

height, 20" clear width, 5.7 sf minimum area (5.0 sf at grade

level) & 44" maximum to sill. (R 310.2.1)

Mechanical Notes:

1.

Check existing mechanical system with reference to work
being done. Replace existing equipment and ducts as
required.

Refer to T24 energy notes for heating & air conditioning
equipment requirements.

Mechanical System: Units, ducting and grilles to be
design-built with full coordination between the General
Contractor and the Architect for sizing and placement of
equipment. All fixtures, devices and equipment shall comply
with applicable regulations.

All duct and other related air distribution component openings
shall be covered with tape, plastic, or sheet metal until the
final startup of the heating, cooling and venting equipment.
(CGBSC 4.504.1)

Clothes dryer moisture exhaust ducts shall terminate outside
the building and have a back-draft damper. Exhaust duct is
limited to 14'-0" with two elbows. This shall be reduced 2'-0"
for every elbow in excess of two. (CMC 504.4.2.1)

Electrical Notes:

1.

Check existing system with reference to new work to be done.
Re-route and /or replace portions (including service) as
necessary.

Furnish and install all outlets, switches, fixtures and
equipment indicated, including light bulbs, and install any
fixtures and equipment furnished by owner.

Non-metallic sheathed cable shall be concealed or protected.
Provide ground-fault-circuit-interrupters (GFI) protection for all
125-volt, single phase, 15-and 20- amp bathroom, laundry,
garage and exterior receptacles, countertop receptacles within
6'-0" of all sink locations, and all kitchen receptacles.

Central heating equipment requires individual branch circuits.
Al fixtures, devices and equipment shall comply with
applicable regulations.

At least one light outlet (wall switch controlled) shall be
installed on the exterior side of outdoor entrances and exits.
[NEC 210-70(a)]

Plumbing Notes:

1.

10.

1

—_

Check existing plumbing system with reference to new work
to be done. Re-route and/or replace portions (including
Service) as necessary.

Furnish and install all fixtures indicated, complete for normal
operation. Install any fixtures provided by owner.

All drain lines & waste lines from second floor to be cast iron.

An approved seismic gas shutoff valve will be installed on the
fuel gas line on the down stream side of the utility meter and
be rigidly connected to the exterior of the building or structure
containing the fuel gas piping. Separate plumbing permit is
required.

Plumbing fixtures are required to be connected to a sanitary
sewer or to an approved sewage disposal system. (R 306.3)
Kitchen sinks, lavatories, bathtubs, showers, bidets, laundry
tubs and washing machine outlets shall be provided with hot
and cold water and connected to an approved water supply.
(R 306.4)

Provide ultra low flush water closets for all new construction.
Existing shower heads and toilets must be adapted for low
water consumption.

Water heater shall be anchored or strapped to resist horizontal
displacement due to earthquake motion. (CPC 2019)

Combustion air supplied to fuel burning appliances (water
heaters, forced air units, furnaces) located in confined spaces
(enclosures, compartments, utility rooms) within unusually
tight construction (basement) shall conform to the provisions
of (R 315)

The flow rates for all newly installed plumbing fixtures shall
comply with the maximum flow rates in (CGBC 4.303)

. When single shower fixtures are served by more than one

showerhead, the combined flow rate of all the showerheads
shall not exceed the maximum allowable flow rate of 1.8
gallons per minute at 80 PSI or the shower shall be designed
to only allow one showerhead to be in operation at a time.
(CGBC 4.303.1.3.2)

Environmental Quality:

1.

Architectural paints and coatings, adhesives, caulks and
sealants shall comply with the Volatile Organic Compound
(VOC) limits listed in Tables (CGBSC 4.504.2.1 - 4.504.2.3)
Annular spaces around pipes, electric cables, conduits or
other openings in sole/bottom plates at exterior walls shall be
protected against the passage of rodents by closing such
openings with cement mortar, concrete masonry or similar
methods.
(CGBSC 4.406.1) .
Provide Building Operations and Maintenance at the time of
final inspection and placed in the building. (CGBSC 4.410.1)
If Fireplace is installed, fireplaces shall be direct vent sealed
combustion-type. Indicate on the plans the manufacturer
name and model number. (CGBSC 4.503.1)
At the time of rough installation, or during storage on the
construction site and until final startup of the heating, cooling
and ventilating equipment, all duct and other related air
distribution component openings shall be covered with tape,
plastic, sheet metal, or other acceptable methods to reduce
the amount of water, dust and debris that may enter the
system. (CGBSC 4.504.1)
Building materials with visible signs of water damage shall not
be installed. Wall and floor framing shall not be enclosed
when the framing members exceed 19% moisture content.
Insulation products that are visibly wet or have high moisture
content shall be replaced or allowed to dry prior to enclosure
in wall or floor cavities. (CGBSC 4.505.3)
All mechanical exhaust fans in rooms with a bathtub or
shower shall comply with the following:
a.Fans shall be ENERGY STAR compliant and be ducted to
terminate outside the building.
b.Fans must be controlled by a humidity control capable of
adjustment between relative humidity ranges of <50% to
a maximum of 80% unless functioning as a component of
a whole house ventilation system. (CGBSC 4.506.1)
Verification of compliance with these sections must be
provided at the time of final inspection and shall be
documented on the Building Operations and Maintenance
Manual.
a.Adhesives, sealants and caulks shall meet or exceed the
standards outlined in Section 4.504.2.1 and comply with
the VOC limits in Tables 4.504.1 and 4.504.2 as
applicable. (CGBSC 4.504.2.1)
b.Paints and coatings shall meet or exceed the standards
outlined in Section CGBSC 4.504.2.2 and comply with the
VOC limits in Table 4.504.3. (CGBSC 4.504.2.2)
¢.Aerosol paints and coatings shall meet or exceed the
standards outlined in Section 4.504.2.3. (CGBSC
4.504.2.3)
d.All carpet installed in the building interior shall meet the
testing and product requirements of one of the following:
d.1. Carpet and Rug Institute's Green Label Plus Program
OR
d.2. California Department of Public Health Standard
Method for the testing of VOC Emissions (Spec
01350) OR
d.3. NSF/ANSI 140 at the Gold Level OR
d.4. Scientific Certifications Systems Indoor Advantage
Gold (CGBSC 4.504.3)
e.All carpet cushion installed in the building interior shall
meet the requirements of the Carpet and Rug Institute
Green Label Program. Carpet adhesives shall not exceed a
VOC limit of 50 g/L. (CGBSC 4.504.3.1, 4.504.3.2)
f. A minimum of 80% of floor area receiving resilient flooring
shall comply with one or more of the following:
f.1. VOC emission limits defined in the CHPS High
Performance Products Database OR
f.2. Products compliant with CHPS criteria certified
under the Greenguard Children & Schools program
OR
f.3. Certification under the RFCI FloorScore Program OR
f.4. Meet the California Department of Public Health
Standard Method for the Testing of VOC Emissions.
(CGBSC 405.4.4)
g.Composite wood products (hardwood plywood,
particleboard and MDF) installed on the interior or exterior
of the building shall meet or exceed the standards outlined
in Table 4.504.5. Verification of compliance with these
sections must be provided at the time of inspection.
(CGBSC 4.504.5)

Glazing:

1.

All glass and glazing shall comply with applicable codes and
must be labeled safety glazing at hazardous locations defined
as: glazing at all doors, bath & shower enclosures, glazing
within a 24" arc of a door edge, panels over (9) square feet
with the lowest edge less than 18" a.f.f. and having a top edge
greater than 36" a.f.f., glazing located within 5'-0" from top or
bottom of stairway with bottom edge less than 60" a.f.f.

All exterior glazing shall be dual-glazed unless otherwise
noted.

Unit Skylights shall be tested and approved by an approved
independent laboratory, and bear a label identifying
manufacturer, performance grade rating and approved
inspection agency to indicate compliance with the
requirements of AAMA/WDMA/CSAQ10/1.S.2/A440.

(R 308.6.9)

Skylights and sloped glazing shall comply with section

(R 308.6)

Every space intended for human occupancy shall be provided
with natural light by means of exterior glazed openings in
accordance with Section R 303.1 or shall be provided with
artificial light that is adequate to provide an average
illumination of 6 foot-candles over the area of the room at a
height of 30 inches above the floor level. (R 303.1)

Glazing in the following locations shall be safety glazing
conforming to the human impact loads of Section R 308.3
(see exceptions) (R 308.4).

a. Fixed and operable panels of swinging, sliding and
bi-fold door assemblies.

b. Glazing in an individual fixed or operable panel
adjacent to a door where the nearest vertical edge is
within a 24-inch arc of either vertical edge of the door
in a closed position and whose bottom edge is less
than 60 inches above the floor or walking surface.

c. Glazing in an individual fixed or operable panel that
meets all of the following conditions:
1.) Exposed area of an individual pane greater than 9
square feet.

2.) Bottom edge less than 18 inches above the floor.
3.) Top edge greater than 36 inches above the floor.

4.) One or more walking surfaces within 36 inches
horizontally of the glazing.

d. Glazing in railings.

e. Glazing in enclosures for or walls facing hot tubs,
whirlpools, saunas, steam rooms, bathtubs and
showers where the bottom edge of the glazing is less
than 60 inches measured vertically above any standing
or walking surface.

f. Glazing in walls and fence adjacent to indoor and
outdoor swimming pools, hot tubs and spas where the
bottom edge of the glazing is less than 60 inches above
a walking surface and within 60 inches, measured
horizontally and in a straight line, of the water's edge.

g. Glazing where the bottom exposed edge of the glazing
is less than 36 inches above the plane of the adjacent
walking surface of stairways, landings between flights
of stairs and ramps.

h. Glazing adjacent to the landing at the bottom of a
stairway where the glazing is less than 36 inches above
the landing and within 60 inches horizontally of the
bottom tread.

Green Building Standards:
. Provide certification for the following CALGreen components.

Documentation shall be required prior to City inspections as
noted below:

a) Indoor Water Use (final inspection)

b) Moisture Content of Building Materials by Third Party
Special Inspector (insulation inspection)

c) Adhesive and Sealant VOC (final inspection)

d) Paints and Coatings VOC Limits (final inspection)

e) Composite Wood Products (frame inspection)

f) Carpet and Flooring Certification (final inspection)

2. Plumbing fixtures and fixture fittings shall conform to section

4.303.1 for water conserving indoor water use:

a) Water Closets shall not exceed 1.28 gallons per flush

b) Showerheads:

- Single head not more than 1.8 gal/min at 80 psi

- Multiple heads serving one shower shall have a combined
rate not to exceed 1.8 gal/min at 80 psi.

c) Lavatory Faucets shall have a minimum flow rate not to
exceed 0.8 gal/min at 20 psi and a maximum of 1.2 gal/min at
60 psi.

d) Kitchen Faucets shall have a maximum flow rate not to
exceed 1.8 gal/min at 60 psi

-Exception: Kitchen faucets may temporarily increase the flow
rate above the maximum, but not to exceed 2.2 gal/min at 60
psi maximum, but not to exceed 2.2 gal/min at 60 psi and
must default back to the 1.8 gal/min

3. Annular spaces around pipes, electrical cables, conduits, or

other openings in sole/bottom at exterior walls shall be
protected against the passage of rodents by closing such
openings with cement mortar, concrete masonry or similar
method approved by the enforcing agency.

(CALGreen 4.406.1)

4. Wall and floor framing members shall not be enclosed when

moisture content exceeds 19%. Documantation shall be
provided at the time of insulation inspection, certifyinh
moisture content of framing members, following the
procedures outlined in CALGreen 4.505.3.

5. Insulation products which are visibly wet or have high moisture

content shall be replaced or allowed to dry per the
manufacturer's drying recommendations, prior to enclosure of
wall and floor cavities. (CALGreen 4.505.3)

6. Bathroom exhaust fans that are not a component of the whole

house ventilation system must be capable of adjustment
between a relative humidity range <50 percent to a maximum
of 80 percent. (CALGreen 4.506.1)(R303.3.1)
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COLUMN PER STRUCTURAL PLANS

PRESSURE TREATED 2X BLOCKING
AS NEEDED

PRESSURE TREATED 1/2" PLYWOOD
MITERED AT CORNERS

10"X10" COLUMN PEDESTAL
12"X12" COLUMN BASE TRIM

S0\

07 FRAMED DOOR JAMB DETAIL
SCALE: 3"=1'-0"

]

TRIM AROUND COLUMN
8"X8" COLUMN

:\ TRIM AROUND COLUMN
10"X10" COLUMN PEDESTAL

FINISH FLOOR LEVEL

LINE OF R.0.

SOLID WOOD 1X JAMB, SPECIES/FINISH TO MATCH DOOR
SOLID WOOD DOOR STOP, SPECIES/FINISH TO MATCH DOOR
SOLID WOOD DOOR (1 3/4" TYP.), SPECIES/FINISH PER PLANS

ANEERNE

LINE OF FLOOR MATERIAL TRANSITION BEYOND IF OCCURS

\

7 TILE/STONE FLOORING PER PLANS, TYPICAL BUILD UP
SCHLUTER-SCHIENE TRANSITION METAL, PROFILE DEPTH PER

SOLID CORE SWING DOOR, FACE ALIGNS WITH KERF JAMB
SOLID WOOD DOOR STOP BEYOND, FINISH TO MATCH FRAME
SOLID WOOD KERF JAMB BEYOND, SEE TYP. JAMB DETAIL

STONE, FINISH MATERIAL PER PLANS, FLUSH WITH
FACE OF FINISH FLOOR, CENTER ON DOOR —

HARDWOOD FLOOR PER PLANS, TYP. BUILD UP
SUBFLOORING PER STRUCTURAL, 3/4" PLYWOOD TYP.

SCALE: 3"=1"-0"

LINE OF R.0. \\w
SOLID WOOD DOOR CASING, SPECIES Z |

AND FINISH TO MATCH DOOR :
BLOCKING AS NEEDED

2X FRAMING PER PLAN 08 FLUSH FLOOR TRANSITION DETAIL AT DOOR

\ (1) LAYER 5/8" TYPE X GWB, BOTH SIDES,

STAGGER ALL JOINTS, LEVEL 5 FINISH (TYP.)

SOLID WOOD DOOR CASING, SPECIES
AND FINISH TO MATCH DOOR

I

ALIGN

SOLID CORE POCKET DOOR, CENTERED IN WALL
SOLID WOOD KERF JAMB BEYOND, SEE TYP. JAMB DETAIL
TILE/STONE FLOORING PER PLANS, TYPICAL BUILD UP

SCHLUTER-SCHIENE TRANSITION METAL, PROFILE DEPTH
PER STONE, FINISH MATERIAL PER PLANS, FLUSH
WITH FACE OF FINISH FLOOR, CENTER ON DOOR

HARDWOOD FLOOR PER PLANS, TYP. BUILD UP
SUBFLOORING PER STRUCTURAL, 3/4" PLYWOOD TYP.

INTERIOR

&

1 HR. FIRE RATED

05 INTERIOR PARTITION
SCALE: 3"=1'-0"

[~ —————— (1) LAYER5/8"TYPE X GWB, STAGGER ALL JOINTS,

LEVEL 5 FINISH (TYP.)
FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)
SOUND INSULATION, FILL WALL CAVITY,

/ TYP. ALL INTERIOR WALLS

SOLID WOOD BASEBOARD, SPECIES

AND FINISH PER PLANS B
HARD WOOD FLOORING PER PLANS (3/4" TYP.) g :
CORK UNDERFLOOR LAYER, ADJUST THICKNESS TO e

i) ¢

FINISH FLOOR LEVEL P , FINISH FLOOR LEVEL
N W
[ & ]
b I

] 1
STONE OR TILE CLADDING (WITH MECH. ANCHOR IF [~ VERTICAL WOOD SIDING, FIRE RATED, STAINED AND
NECESSARY), SEAL ALL SIDES (511 IMPREGNATOR OR \§ SEALED ALL SIDES (PANELTEK ENGINEERED RED
EQ.), SIZE AND PATTERN PER ELEVATIONS CEDAR T&G FINELINE 5/8", OR EQ.)
THINSET MORTAR ADHESIVE FOR BEDDING STONE g'\ STAINLESS STEEL NAILS, BLIND FASTENED, SIZE PER
(3/16" TYP.), PRODUCT PER STONE SUPPLIER'S W ;\ MANUFACTURER
RECOMMENDATION b b %’\ | HORIZONTAL 1X4 PRESSURE TREATED WOOD FURRING
CEMENT PLASTER MORTAR BED (3/4" TYP.), PRODUCT L — STRIPS 16" 0.C.
PER STONE SUPPLIERS RECOMMENDATION = SELF -ADHERED WATER RESISTIVE BARRIER/AIR
DIAMOND METAL LATH - K - E\ BARRIER MEMBRANE (WRAPSHIELD SA OR EQ.)
WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY E 5/8" FIBERGLASS MAT GYPSUM SHEATHING
SUPER JUMBO TEX 60 MINUTE, OR EQ.), INSTALL PER : (DENSGLASS FIREGUARD SHEATHING, OR EQ.)

; \

MANUFACTURER'S RECOMMENDATIONS / z\ 1/4" RUBBER SPACER, ALIGN WITH STUDS (VAPROSHIM
SHEATHING (1/2" MIN.) SA SELF-ADHERED OR EQ.)
FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.) - N

L F\ & SHEATHING PER STRUCTURAL (1/2" MIN.)
SOUND-BATT INSULATION, ALL INTERIOR WALLS, MATCH B : N FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)
THICKNESS TO FRAMING (5 1/2" TYP.) -ﬁ
(1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS, & %\ =] INSULATION PER T24 (R21 TYP.)
LEVEL 5 FINISH (TYP.) j\ (1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS,

3 | LEVEL 5 FINISH (TYP.)
| ] | [ ExeRoR |

INTERIOR
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1 0 POST DETAIL
SCALE: 3"=1'-0"

]
I? = ALIGN WITH STONE LEVEL (1/2" TYP.)

E SUBFLOORING PER STRUCTURAL (3/4" PLYWOOQD TYP.)

oC
Q i

_FINISH FLOOR LEVEL
——
= @

06 PROUD BASEBOARD DETAIL
SCALE: 3"=1'-0"

ARCHITECTURAL SHINGLES

DRIP EDGE

SHEET METAL FASTENERS

METAL GUTTER, 20 GAUGE

GUTTER STIFFENER, PAINTED TO MATCH GUTTERS

SHEATHING PER STRUCTURAL
BUILDING WRAP, ALL SURFACES, TYVEK OR EQ.

%
g

09 ROOF EAVE, SLOPED WITH GUTTER DETAIL
SCALE: 3"=1'-0"

FASCIA BOARD
EXPOSED RAFTER

1 HR. FIRE RATED

04 INTERIOR PARTITION
SCALE: 3"=1'-0"

STONE/TILE FLOOR TYP. BUILD UP
FLOOR SHEATHING PER STRUCTURAL (3/4" TYP.)

PRIMARY WATERPROOFING WRAPS CURB

TILE/STONE, SEAL ALL SIDES (511 IMPREGNATOR OR EQ.), SIZE
AND PATTERN PER ELEVATIONS

\ FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)

1 HR. FIRE RATED

03A EXTERIOR WALL - TYPE 7

SCALE: 3"'=1'-0"

(1) LAYER 5/8" TYPE X GWB @ BOTH SIDES, STAGGER
ALL JOINTS, LEVEL 5 FINISH (TYP.)

SOUND-BATT INSULATION, ALL INTERIOR WALLS, MATCH

THICKNESS TO FRAMING (5 1/2" TYP.)

1 HR. FIRE RATED

03 EXTERIOR WALL - TYPE 8

T

]

7
N

SCALE: 3"'=1'-0"

INTERIOR

NOTE: A VAPOR BARRIER SHALL BE

PROVIDED IN DIRECT CONTACT WITH
CONCRETE FOR THE PROPOSED SLAB
ON GRADE CONSTRUCTION.

=

HORIZONTAL WOOD SIDING, FIRE RATED, STAINED
AND SEALED ALL SIDES (PANELTEK ENGINEERED RED
CEDAR T&G FINELINE 5/8", OR EQ.)

SELF -ADHERED WATER RESISTIVE BARRIER/AIR
BARRIER MEMBRANE (WRAPSHIELD SA OR EQ.)

5/8" FIBERGLASS MAT GYPSUM SHEATHING
(DENSGLASS FIREGUARD SHEATHING, OR EQ.)

STAINLESS STEEL NAILS, BLIND FASTENED, SIZE PER
MANUFACTURER

VERTICAL 1X4 PRESSURE TREATED WOOD FURRING
STRIPS 16" 0.C., ALIGN WITH STUDS

SHEATHING PER STRUCTURAL (1/2" MIN.)

FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)

INSULATION PER T24 (R21 TYP.)

(1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS,
LEVEL 5 FINISH (TYP.)

|  EXTEROR |

FIBER CEMENT BOARD PER WALL TYPE
WATERPROOF MEMBRANE PER WALL TYPE
SHEATHING PER STRUCTURAL, 1/2" MIN.

2X WALL FRAMING PER STRUCTURAL

INSULATION PER TITLE 24

INTERIOR WALL FINISH PER PLANS

FINISH FLOOR PER PLANS

PRESSURE TREATED SILL PLATE PER STRUCTURAL
CONCRETE SLAB ON GRADE PER STRUCTURAL
STAINLESS STEEL FASTENERS, SIZE AND LOCATION PER
MANUFACTURER

FLASHING

M
A \\ g \\.‘\: \:\‘\~ ‘\\\~ .\\.‘\-.‘\\ :\\ ‘ St

&
=
e
w
S
I
'_
S THINSET MORTAR ADHESIVE FOR BEDDING STONE (3/16" TYP.), NON-CURRING BUTYL TAPE
= o PRODUCT PER STONE SUPPLIER'S RECOMMENDATION STAINLESS STEEL FASTENERS, SIZE PER MANUFACTURER
a = FLUID APPLIED SECONDARY WATERPROOFING (LATICRETE A < A A< FCB EDGE TRIM (FRY REGLET FCP-WA75100 OR EQ.),
% — 4 HYDROBAN OR EQ.) 4 A PAINTED TO MATCH FCB
o5 2 FINAL MORTAR BED, THICKNESS BASED ON DRAIN HEIGHT AND SLOPE < S DRIP EDGE (FRY REGLET FCP-HOZ TRIM OR EQ.),
= PRIMARY WATERPROOFING (SHOWER PAN, HOT MOP, ETC.) PAINTED TO MATCH FCB
= SLOPED MORTAR BED, SLOPE 1/4"=1' MIN., 1/2"=1' MAX. K = FOUNDATION BUILD UP PER STRUCTURAL PLANS
WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY SUPER JUMBO /L CONCRETE FOUNDATION PER STRUCTURAL
TEX 60 MINUTE, OR EQ.), INSTALL PER MANUFACTURERS © " SLOPE AWAY FROM BUILDING, 2% MIN.
RECOMMENDATIONS s § /g
CONCRETE FOUNDATION PER STRUCTURAL =
| | ‘W' B ‘ = / %@ 55 SN o [ EXTERIOR
\ N\ — Z O e
: : N <
- A A \\7\ LI \\‘
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- —| == a = —I[=]]
2§ FINISHED FLOOR LEVEL === < ===}
= LINE OF TOP OF TILE AT DRAIN === HAl 2 — —|[[—!"
Wi 2 LINE OF TOP OF FLOOR DRAIN CLAMP ﬂ ‘ ‘ ‘ ‘ ‘ ‘ W P A [T ‘ ‘ ‘ ‘ ‘— N
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02 SHOWER DROPPED CURB DETAIL
SCALE: 3"=1'-0"

01 BASE DETAIL AT GRADE FOR FIBER CEMENT BOARD
SCALE: 3"=1'-0"
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EXTERIOR SOLID CORE POCKET DOOR, CENTERED IN WALL
SOLID WOOD KERF JAMB BEYOND, SEE TYP. JAMB DETAIL
TILE/STONE FLOORING PER PLANS, TYPICAL BUILD UP

LINE OF R.0.
SOLID WOOD 1X JAMB, SPECIES/FINISH TO MATCH DOOR
SOLID WOOD DOOR STOP, SPECIES/FINISH TO MATCH DOOR

SCHLUTER-SCHIENE TRANSITION METAL, PROFILE DEPTH PER STONE, FINISH MATERIAL PER PLANS, SOLID WOOD DOOR (1 3/4" TYP.), SPECIES/FINISH PER PLANS

FLUSH WITH FACE OF FINISH FLOOR, CENTER ON DOOR

DO NOT CUT WATER RESISTIVE BARRIER MEMBRANE WHEN INSTALLING LATH. 2814 ROWENA AVENUE, SUITE ONE

LINE OF FLOOR MATERIAL TRANSITION BEYOND IF OCCURS
HARDWOOD FLOOR PER PLANS, TYP. BUILD UP AARON NEUBERT ARCHITECTS
NO TERMINATION WITHIN 6" OF CORNERS ,, LINE OF R.0.
SUBFLOORING PER STRUCTURAL, 3/4 PLYWOOD TYP. SOLID WOOD DOOR CASING, SPECIES AND FINISH TO MATCH DOOR
BLOCKING AS NEEDED
2X FRAMING PER PLAN
L INISH FLOOR LEVEL G ADU PROGRAM
D e A i A e B A S e S S S Aires 4 ——
P - \ CORNER REINFORCING (FRY REGLET CORNER KEY PCM-75-75 OR EQ.), INSTALL PER OWNER:
: | 2 MANUFACTURER'S RECOMMENDATION, SEAL ALL FASTENERS | CITY OF FRESIG
[NN)
PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721
7/8" STUCCO, 3 LAYER SYSTEM WITH ACRYLIC MESH IN BASE COAT, SMOOTH FINISH, SOLID CORE SWING DOOR, FACE ALIGNS WITH KERF JAME ARCHITECT
~ SOLID WOOD DOOR STOP BEYOND, FINISH TO MATCH FRAME
— SOLID WOOD KERF JAMB BEYOND, SEE TYP. JAMB DETAIL AARON NEUBERT ARCHITECTS, INC.
/ TILE/STONE FLOORING PER PLANS, TYPICAL BUILD UP
SCHLUTER-SCHIENE TRANSITION METAL, PROFILE DEPTH PER STONE, FINISH MATERIAL PER PLANS,

MANUFACTURER AND COLOR PER ELEVATIONS
\ DIAMOND METAL LATH, BEND AT OUTSIDE CORNER, EXTEND MIN. 24" PAST CORNER.

Ny/TERMINzHON \%HIN )ﬁ/OF 0934

I~ | —1 LOS ANGELES, CALIFORNIA 90039
| WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY SUPER JUMBO TEX 60 MINUTE, OR EQ.), —— P.323.953.4700 F. 323.953.4900
[ INSTALL PER MANUFACTURER'S RECOMMENDATIONS 1 FLUSH WITH FACE OF FINISH FLOOR, CENTER ON DOOR AARON NEUBERT CA# 6-29005
i SELF ADHERING WATERPROOFING MEMBRANE (MFM-SUBSEAL-60 OR EQ.), WRAPS
+ CORNER. 12" WIDE MIN ( ) ol HARDWOOD FLOOR PER PLANS, TYP. BUILD UP (1) LAYER 5/8" TYPE X GWB, BOTH SIDES, STAGGER ALL JOINTS, LEVEL 5 FINISH (TYP.)
o ’ ' SUBFLOORING PER STRUCTURAL, 3/4" PLYWOOD TYP. STRUGTURAL ENGINEER:
- T SHEATHING PER STRUCTURAL (1/2" MIN.) = SOLID WOOD DOOR CASING, SPECIES AND FINISH TO MATCH DOOR
|) : FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.) £ NOUS ENGINEERING, INC.
600 WILSHIRE BOULEVARD, SUITE 760
INSULATION PER T24 (R21 TYP.) FINISH FLOOR LEVEL LOS ANGELES, CALIFORNIA 90017
L (1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS, LEVEL 5 FINISH (TYP.) < : ' P. 213,627,667
L 7 = ]
[ INTERIOR i |
MEP ENGINEER:

10 STUCCO PLAN DETAIL, OUTSIDE CORNER 08 FLUSH FLOOR TRANSITION DETAIL AT DOOR 07 FRAMED DOOR JAMB DETAIL INNODEZ DESIGN AND ENGINEERING
LQu_qiI_n LQu_q1_n sQu_q1_n 1) 0UG C
SCALE:3=10 SCALE:T =10 SCALET =10 e

P. 424.414.0997
STONE OR TILE CLADDING (WITH MECH. ANCHOR IF
o NECESSARY), SEAL ALL SIDES (511 IMPREGNATOR OR .
- ——————— (1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS, EQgr LESNARA RERIRER FLEVATIONS i \ 7/8" STUCCO, 3 LAYER SYSTEM WITH ACRYLIC MESH IN
LEVEL 5 FINISH (TYP.) THINSET MORTAR ADHESIVE FOR BEDDING STONE s BASE COAT, SMOOTH FINISH, MANUFACTURER AND
FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.) (3/16" TYP.), PRODUCT PER STONE SUPPLIER'S 1 COLOR PER ELEVATIONS
SOUND INSULATION, FILL WALL CAVITY, RECOMMENDATION L % 2 \ DIAMOND METAL LATH
TYP. ALL INTERIOR WALLS CEMENT PLASTER MORTAR BED (3/4" TYP.), PRODUCT at X WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY
i PER STONE SUPPLIERS RECOMMENDATION 7 < (1) LAYER 5/8" TYPE X GWB @ BOTH SIDES, STAGGER i SUPER JUMBO TEX 60 MINUTE, OR EQ.), INSTALL PER
; K DIAMOND METAL LATH | & : ALL JOINTS, LEVEL 5 FINISH (TYP.) K L MANUFACTURER'S RECOMMENDATIONS
o WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY i o SHEATHING PER STRUCTURAL (1/2" MIN.)
i SUPER JUMBO TEX 60 MINUTE, OR EQ.), INSTALL PER i et SOUND-BATT INSULATION, ALL INTERIOR WALLS, MATCH o [
S / MANUFACTURER'S RECOMMENDATIONS 2 / - THICKNESS TO FRAMING (5 1/2" TYP.) i / 1 INSULATION PER T24 (R21 TYP.)
, SHEATHING (1/2" MIN.) Be I
SOLID WOOD BASEBOARD, SPECIES B B FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.) \ FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.) = : \ FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)
AND FINISH PER PLANS [~ - ! M
% | SOUND-BATT INSULATION, ALL INTERIOR WALLS, MATCH
HARD WOOD FLOORING PER PLANS (3/4" TYP.) THICKNESS TO FRAMING (5 1/2" TYP.)
CORK UNDERFLOOR LAYER, ADJUST THICKNESS TO (1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS, e \ (1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS,
g ALIGN WITH STONE LEVEL (1/2" TYP.) LEVEL 5 FINISH (TYP.) LEVEL 5 FINISH (TYP.)
- SUBFLOORING PER STRUCTURAL (3/4" PLYWOOD TYP.)
= : ez INTERIOR | :; INTERIOR : | EXTERIOR |
: FINISH FLOOR LEVEL @ @ = @
e ,‘,{ i 1 HR. FIRE RATED 1 HR. FIRE RATED 1 HR. FIRE RATED
] REVISION: DATE: COMMENT:
1 HR FIRE RATING NOTE: IF FIRE SEPARATION DISTANCE OF EXTERIOR WALL IS GREATER
THAN 10", THEN EXTERIOR WALL OF TYPE V-B DOES NOT HAVE TO BE FIRE RATED
06 PROUD BASEBOARD DETAIL 05 INTERIOR PARTITION 04 INTERIOR PARTITION (DENSGLASS SHEATHING DOES NOT NEED TO BE INSTALLED). 03 EXTERIOR WALL ISSUE:
SCALE: 3'=1"-0" SCALE: 3'=1"-0" SCALE: 3'=1"-0" SCALE: 3'=1"-0"

AREVISION #206.03.22 PLAN CHECK CORRECTIONS

AREVISION #104.04.22 PLAN CHECK CORRECTIONS

INTERIOR EXTERIOR WALL FINISH PER PLANS
ARCHITECTURAL SHINGLES . WATERPROOF MEMBRANE PER WALL TYPE
DRIP EDGE / SHEATHING PER STRUCTURAL, 1/2" MIN.
SHEET METAL FASTENERS ' / 2X WALL FRAMING PER STRUCTURAL
METAL GUTTER, 20 GAUGE NOTE: A VAPOR BARRIER SHALL BE / NSULATION PER TITLE 24
/ GUTTER STIFFENER, PAINTED TO MATCH GUTTERS STONE/TILE FLOOR TYP. BUILD UP ggg\élF[%)gTDEl'I;IO[I)%lRTE-ICETP%OO'\;’T(;-\SCETDVéII_T:B / INTERIOR WALL FINISH PER PLANS
FLOOR SHEATHING PER STRUCTURAL (3/4" TYP. SEAL:
3 ( ) ON GRADE CONSTRUCTION. / FINISH FLOOR PER PLANS
PRIMARY WATERPROOFING WRAPS CURB / PRESSURE TREATED SILL PLATE PER STRUGTURAL
g + / CONCRETE SLAB ON GRADE PER STRUCTURAL
S / VAPOR BARRIER (PER R506.2.3.1)
o TILE/STONE, SEAL ALL SIDES (511 IMPREGNATOR OR EQ.), SIZE L /
2 AND PATTERN PER ELEVATIONS g 4" THICK BASE WITH MIN. 1/2" CLEAN AGGREGATE
[— | 7]
s THINSET MORTAR ADHESIVE FOR BEDDING STONE (3/16" TYP.), SHALL BE PROVIDED FOR THE PROPOSED SLAB ON
\ = o PRODUCT PER STONE SUPPLIER'S RECOMMENDATION i GRADE CONSTRUCTION. (PER STRUCTURAL)
oc .
N SHEATHING PER STRUCTURAL a 3 FLUID APPLIED SECONDARY WATERPROOFING (LATICRETE CONCRETE FOUNDATION PER STRUCTURAL )
2 — HYDROBAN OR EQ.) e Project No. 2104
BUILDING WRAP, ALL SURFAGES, TYVEK OR EQ. 2 w METAL FLASHING WEEP SCREED (SECTION 2512.1.2)
FASCIA BOARD o 2 FINAL MORTAR BED, THICKNESS BASED ON DRAIN HEIGHT AND SLOPE g /_ ADU PROGRAM
EXPOSED RAFTER = PRIMARY WATERPROOFING (SHOWER PAN, HOT MOP, ETC.) o R CITY OF FRESNO
= SLOPED MORTAR BED, SLOPE 1/4"=1' MIN., 1/2"=1' MAX. R = 5 CALIFORNIA
= =
| WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY SUPER JUMBO n s_;* Suw SLOPE AWAY FROM BUILDING, 2% MIN.
TEX 60 MINUTE, OR EQ.), INSTALL PER MANUFACTURERS a3 =3
‘ ‘ RECOMMENDATIONS z g S X < w | EXTERIOR DRAWING TITLE:
S % e -
CONCRETE FOUNDATION PER STRUCTURAL N\ T ———3—
A N e : BN — === TYPICAL DETAIL
~ N 2 e el N I 1
N === e g GABLE
A 1 |- I |1 A < | |
=== ’ o — —
= R N N — I _
O] 5 < _
=5 FINISHED FLOOR LEVEL -
'EE LINE OF TOP OF TILE AT DRAIN :‘ ‘ ‘77‘ ‘ ‘77‘ ‘ ‘: / — =] =]
w2 LINE OF TOP OF FLOOR DRAIN CLAMP H ‘ ‘ ‘ ‘ ‘ ‘ W 4 9 A - T In
&S <';5 Ik 11 4 A AT pate: JUNE 3, 2022
5 & = === 1= —| | [—
22 SCALE: 3"=1"-0"
'—
09 ROOF EAVE, SLOPED WITH GUTTER DETAIL 0?2 SHOWER DROPPED CURB DETAIL 01 SLAB ON GRADE EDGE DETAIL prawnBY:  ANX

SCALE: 3'=1'-0" SCALE: 3"'=1'-0" SCALE: 3"'=1'-0"

© Aaron Neubert Architects, INC. 2022‘ \ [ ] 0 2 O g
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FINISH FLOOR LEVEL

R

v

| )
|4

08 FLUSH FLOOR TRANSITION DETAIL AT DOOR

SCALE: 3'=1'-0"

=

&

1 HR. FIRE RATED

05 INTERIOR PARTITION

e

SCALE: 3'=1'-0"

09 ROOF EAVE, SLOPED WITH GUTTER DETAIL

SCALE: 3"'=1'-0"

INTERIOR

STONE OR TILE CLADDING (WITH MECH. ANCHOR IF
NECESSARY), SEAL ALL SIDES (511 IMPREGNATOR OR
EQ.), SIZE AND PATTERN PER ELEVATIONS

THINSET MORTAR ADHESIVE FOR BEDDING STONE
(3/16" TYP.), PRODUCT PER STONE SUPPLIER'S
RECOMMENDATION

CEMENT PLASTER MORTAR BED (3/4" TYP.), PRODUCT \
PER STONE SUPPLIERS RECOMMENDATION : [
DIAMOND METAL LATH

WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY
SUPER JUMBO TEX 60 MINUTE, OR EQ.), INSTALL PER
MANUFACTURER'S RECOMMENDATIONS

SHEATHING (1/2" MIN.)

FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)

SOUND-BATT INSULATION, ALL INTERIOR WALLS, MATCH
THICKNESS TO FRAMING (5 1/2" TYP.)

(1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS,
LEVEL 5 FINISH (TYP.)

SOLID CORE POCKET DOOR, CENTERED IN WALL
SOLID WOOD KERF JAMB BEYOND, SEE TYP. JAMB DETAIL
TILE/STONE FLOORING PER PLANS, TYPICAL BUILD UP

SCHLUTER-SCHIENE TRANSITION METAL, PROFILE DEPTH PER STONE, FINISH MATERIAL PER PLANS,
FLUSH WITH FACE OF FINISH FLOOR, CENTER ON DOOR

HARDWOOD FLOOR PER PLANS, TYP. BUILD UP

SUBFLOORING PER STRUCTURAL, 3/4" PLYWOOD TYP.

SOLID CORE SWING DOOR, FACE ALIGNS WITH KERF JAMB

SOLID WOOD DOOR STOP BEYOND, FINISH TO MATCH FRAME

SOLID WOOD KERF JAMB BEYOND, SEE TYP. JAMB DETAIL

TILE/STONE FLOORING PER PLANS, TYPICAL BUILD UP

SCHLUTER-SCHIENE TRANSITION METAL, PROFILE DEPTH PER STONE, FINISH MATERIAL PER PLANS,
FLUSH WITH FACE OF FINISH FLOOR, CENTER ON DOOR

HARDWOOD FLOOR PER PLANS, TYP. BUILD UP

SUBFLOORING PER STRUCTURAL, 3/4" PLYWOOD TYP.

&

1 HR. FIRE RATED

04 INTERIOR PARTITION
SCALE: 3"=1'-0"

ARCHITECTURAL SHINGLES

DRIP EDGE

SHEET METAL FASTENERS

METAL GUTTER, 20 GAUGE

GUTTER STIFFENER, PAINTED TO MATCH GUTTERS

SHEATHING PER STRUCTURAL

%
g

BUILDING WRAP, ALL SURFACES, TYVEK OR EQ.
FASCIA BOARD
EXPOSED RAFTER

LINE OF R.0.

SOLID WOOD 1X JAMB, SPECIES/FINISH TO MATCH DOOR
SOLID WOOD DOOR STOP, SPECIES/FINISH TO MATCH DOOR
SOLID WOOD DOOR (1 3/4" TYP.), SPECIES/FINISH PER PLANS

LINE OF FLOOR MATERIAL TRANSITION BEYOND IF OCCURS

07 FRAMED DOOR JAMB DETAIL
SCALE: 3"=1'-0"

(1) LAYER 5/8" TYPE X GWB @ BOTH SIDES, STAGGER
ALL JOINTS, LEVEL 5 FINISH (TYP.)

SOUND-BATT INSULATION, ALL INTERIOR WALLS, MATCH
THICKNESS TO FRAMING (5 1/2" TYP.)

: \ FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)

INTERIOR

1 HR FIRE RATING NOTE: IF FIRE SEPARATION DISTANCE OF EXTERIOR WALL IS GREATER
THAN 10', THEN EXTERIOR WALL OF TYPE V-B DOES NOT HAVE TO BE FIRE RATED
(DENSGLASS SHEATHING DOES NOT NEED TO BE INSTALLED).

\ (1) LAYER 5/8" TYPE X GWB, BOTH SIDES, STAGGER ALL JOINTS, LEVEL 5 FINISH (TYP.)

LINE OF R.0.
SOLID WOOD DOOR CASING, SPECIES AND FINISH TO MATCH DOOR

BLOCKING AS NEEDED
2X FRAMING PER PLAN

SOLID WOOD DOOR CASING, SPECIES AND FINISH TO MATCH DOOR

PER ELEV. \

|

— ————— (1) LAYER5/8"TYPE X GWB, STAGGER ALL JOINTS, LEVEL 5 FINISH (TYP.)

FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)
SOUND INSULATION, FILL WALL CAVITY, TYP. ALL INTERIOR WALLS

SOLID WOOD BASEBOARD, SPECIES AND FINISH PER PLANS

HARD WOOD FLOORING PER PLANS (3/4" TYP.)
CORK UNDERFLOOR LAYER, ADJUST THICKNESS TO ALIGN WITH STONE LEVEL (1/2" TYP.)
SUBFLOORING PER STRUCTURAL (3/4" PLYWOOD TYP.)

FINISH FLOOR LEVEL

i =

06 PROUD BASEBOARD DETAIL
SCALE: 3"=1'-0"

VERTICAL FIBER CEMENT BOARD PANELS, PANEL SIZE
AND PATTERN PER ELEVATIONS, FASTEN PER
MANUFACTURER (EQUITONE OR EQ.)

HORIZONTAL 1X4 PRESSURE TREATED WOOD FURRING
STRIPS, SPACING PER PANEL SIZE (TYP. 16" 0.C.)

SELF -ADHERED WATER RESISTIVE BARRIER/AIR
BARRIER MEMBRANE (WRAPSHIELD SA OR EQ.)

—i<r
—

il

\ HORIZONTAL FIBER CEMENT BOARD PANELS, PANEL
] SIZE AND PATTERN PER ELEVATIONS, FASTEN PER

MANUFACTURER (EQUITONE OR EQ.)

SELF -ADHERED WATER RESISTIVE BARRIER/AIR
BARRIER MEMBRANE (WRAPSHIELD SA OR EQ.)

5/8" FIBERGLASS MAT GYPSUM SHEATHING
(DENSGLASS FIREGUARD SHEATHING, OR EQ.)

5/8" FIBERGLASS MAT GYPSUM SHEATHING
(DENSGLASS FIREGUARD SHEATHING, OR EQ.)

1/4" RUBBER SPACER, ALIGN WITH STUDS (VAPROSHIM
SA SELF-ADHERED OR EQ.)

SHEATHING PER STRUCTURAL (1/2" MIN.)
FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.) ~
INSULATION PER T24 (R21 TYP.)

I\ (1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS,

LEVEL 5 FINISH (TYP.)

=

| EXTERIOR | _
<D @

1 HR. FIRE RATED

03A EXTERIOR WALL

03 EXTERIOR WALL

=
=

1 HR. FIRE RATED

VERTICAL 1X4 PRESSURE TREATED WOOD FURRING
STRIPS 16" 0.C., ALIGN WITH STUDS

SHEATHING PER STRUCTURAL (1/2" MIN.)
FRAMING PER STRUCTURAL (2'x6" @ 16" 0.C. TYP.)

INSULATION PER T24 (R21 TYP.)

(1) LAYER 5/8" TYPE X GWB, STAGGER ALL JOINTS,
LEVEL 5 FINISH (TYP.)

EXTERIOR

SCALE: 3"'=1'-0"

INTERIOR

SCALE: 3'=1'-0"

FIBER CEMENT BOARD PER WALL TYPE
WATERPROOF MEMBRANE PER WALL TYPE
SHEATHING PER STRUCTURAL, 1/2" MIN.

2X WALL FRAMING PER STRUCTURAL

NOTE: A VAPOR BARRIER SHALL BE ’ ./—f/ INSULATION PER TITLE 24
STONE/TILE FLOOR TYP. BUILD UP Eg%'ﬁg&”ﬁggRTE%TPCR%'\E)TOASCETDVSLTB B /—f/ INTERIOR WALL FINISH PER PLANS
FLOOR SHEATHING PER STRUCTURAL (3/4" TYP. -
( ) ON GRADE CONSTRUCTION. ] / FINISH FLOOR PER PLANS
PRIMARY WATERPROOFING WRAPS CURB 23 i /—5/ PRESSURE TREATED SILL PLATE PER STRUCTURAL
g a /’*/ CONCRETE SLAB ON GRADE PER STRUCTURAL
2 5 / STAINLESS STEEL FASTENERS, SIZE AND LOCATION PER
i TILE/STONE, SEAL ALL SIDES (511 IMPREGNATOR OR EQ.), SIZE P = MANUFACTURER
2 AND PATTERN PER ELEVATIONS B ol FLASHING
= e :
2 THINSET MORTAR ADHESIVE FOR BEDDING STONE (3/16" TYP.), - - NON-CURRING BUTYL TAPE
= o PRODUCT PER STONE SUPPLIER'S RECOMMENDATION % / /_ STAINLESS STEEL FASTENERS, SIZE PER MANUFACTURER
= 3 FLUID APPLIED SECONDARY WATERPROOFING (LATICRETE A <, A " FCBEDGE TRIM (FRY REGLET FCP-WA75100 OR EQ.)
2 = HYDROBAN OR EQ.) 4 A PAINTED TO MATGH FCB
o 2 FINAL MORTAR BED, THICKNESS BASED ON DRAIN HEIGHT AND SLOPE g S DRIP EDGE (FRY REGLET FCP-HOZ TRIM OR EQ.),
& PRIMARY WATERPROOFING (SHOWER PAN, HOT MOP, ETC.) g PAINTED TO MATCH FCB
= SLOPED MORTAR BED, SLOPE 1/4"=1'MIN., 1/2"=1 MAX. R < FOUNDATION BUILD UP PER TYP. DETAIL
WEATHER RESISTIVE BARRIER (2 LAYERS, HENRY SUPER JUMBO | CONCRETE FOUNDATION PER STRUCTURAL
TEX 60 MINUTE, OR EQ.), INSTALL PER MANUFACTURERS © " SLOPE AWAY FROM BUILDING, 2% MIN.
RECOMMENDATIONS . Z \ /L:Z;
L N <
CONCRETE FOUNDATION PER STRUCTURAL =
| . 5 " o | EXTERIOR
g 4N ‘ < b mmmm < o
N
H= =TTl . T S _
- == o= =TT
28 FINISHED FLOOR LEVEL == =] 7 ===
'EE LINE OF TOP OF TILE AT DRAIN :‘ ‘ ‘77‘ ‘ ‘77‘ ‘ ‘: 4 - ‘ ‘ ‘ ‘ | [
w2 LINE OF TOP OF FLOOR DRAIN CLAMP H ‘ ‘ ‘ ‘ ‘ ‘ W A Y A o T ‘ ‘ ‘ ‘ ‘j*
SISIE= ST A
2 e I -
o ‘ ||
'_ R R

02 SHOWER DROPPED CURB DETAIL
SCALE: 3"=1'-0"

01 BASE DETAIL AT GRADE FOR FIBER CEMENT BOARD
SCALE: 3"=1'-0"
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FLASHING & PENETRATION NOTES FLASHING SHALL BE BACK PRIME GALV. SHEET METAL
1/2" MAX. HEIGHT
THE FOLLOWING MATERIAL WILL BE USED ON ALL WALL PENETRATIONS. THE STEPS FOR APPLYING THE MATERIAL ARE FOR A GENERIC GUIDE. VERIFY THE 3/8" VERTICAL LIP FLUSH TO INTERIOR DRYWALL
RECOMMENDATIONS OF THE MATERIAL MANUFACTURE USED ON THE PROJECT AND WHERE THEY DIFFER FROM THE GENERIC DETAILS ON THE SHEET, FOLLOW THE TWO CONT. BEAD OF SEALANT AT LAP JOINT
MANUFACTURER'S RECOMMENDATIONS.
NOTE: WHEN PAN FLASHING IS USED PROVIDE A CONTINUOUS BEAD OF SEALANT
1. SELF ADHERING WATERPROOF MEMBRANE TO BE 25 MILS & SELF SEALING BY ONE OF THE FOLLOWING MANUFACTURER'S: BETWEEN PAN FLASHING AND THRESHOLD TO CONTINUE UP WALL 6"
A) FORTIFLASH 25 BY FORTIBER. MECHANICALLY FASTEN & SOLDER ALL JOINTS WATERTIGHT
B) VYCOR V25 SHIELD BY W.R. GRACE & CO. AARON NEUBERT ARCHITECTS
C) PREFORMED CORNER FLASHING TO BE TLS GS 100 BY TLS.
STEPQ. 2. BUILDING PAPER TO BE 2 LAYERS OF 60 MINUTE TYPE "D". >
APPLY BUILDING PAPER ACROSS HEAD, CUT TO FIT HEAD AS REQUIRED A) SUPER JUMBO TEX-60 MINOTE BY FORTIFLASH
3. SHEATHING PRIMER-12" AROUND OPENING. ADU PROGRAM
APPLY A SECOND LAYER OF BUILDING PAPER PER STEPS 6-9 A) WR GRACE PERM-A-BARRIER-WB PRIMER (USE W/ VYCOR).
o B) HENRY "AQUA-TAC PRIMER (USE WITH FORTIFLASH). OWNER:
- C) 3M "99" SPRAY ADHESIVE.
HL(;FF{)IZ. 1( | /// - CITY OF FRESNO
-] 4. SEALANTS (VERIFY COMPATIBILITY WITH WINDOW & WATERPROOFING MANUFACTURE). P oo T
| A) TOPS #900 FRESNO, CA 93721
J B) FORTIFIBER "MOISTOP SEALANT" - (USE WITH FORTIFLASH). ARCHITECT:
C) SCHNEE - MOREHEAD "PROINSTALL 7100" > AARON NEUBERT ARCHITECTS. INC
5. PROVIDE FIELD MOCK UP OF EACH PENETRATION TYPE FOR APPROVAL. ig?AF'{\l(();\é\/fé\lSA G\XE:\LL(J]ENS;\JEEO%!;E
P. 323.953.4760 F. 323.953.4900
6. PRE MADE CORNERS ARE ALLOWED. O Bt Chp
# C-
STEP 8.
‘/0 7z
APPLY BUILDING PAPER TIGHT TO WINDOW JAMBS, LAP OVER HEAD SELF ADHERING N STRUCTURAL ENGINEER:
WATERPROOF MEMBRANE STRIP. TRIM AROUND CORNER AS REQ'D. NOUS ENGINEERING. INC
APPLY BEAD SEALANT UNDER WATER RESISTANT BARRIER EDGE & ADHERE AT EACH 500 HLSHRE BOULEARD, SUTE B0
SIDE, EXTEND BEAD TO TOP OF BUILDING PAPER. THRESHOLD FLASHING LS ANGELES, CALIFORNIA 90017
TWO CONT. BEAD OF SEALANT AT LAP JOINT PR
NOTE: FLASHING CAN BE ONE PIECE SELF-ADHERING WATERPROOF MEMBRANE
AT CONTRACTORS OPTION SHEET METAL FLASHING
MEP ENGINEER:
STEPT.
STEP 8. 4 TWO PIECE FLASHING AT DOOR THRESHOLD INNODEZ DESIGN AND ENGINEERING
APPLY BEAD OF SEALANT UNDER THE BUILDING PAPER EDGE & ADHERE TO EACH SIDE. 1 I 0 SCALENTS 726 FOXBROUGH PLACE
INSTALL BUILDING PAPER, STRAIGHT EDGES TO LAY FLAT. DO NOT TURN BUILDING = APPLY WEATHER RESISTIVE BARRIER ACROSS HEAD, CUT TO FIT HEAD AS REQUIRED. B PLEASANTON, CALIFORNIA 34565
PAPER ONTO FRAME. A
APPLY A SECOND LAYER OF WEATHER RESISTIVE BARRIERS PER STEPS 7-8.
STEP 7.
APPLY WEATHER RESISTIVE BARRIER TIGHT TO DOOR JAMBS, LAP OVER HEAD SELF
ADHERING WATERPROOF MEMBRANE STRIP. TRIM AROUND CORNER AS REQUIRED
ﬁ APPLY BEAD SEALANT UNDER WEATHER RESISTIVE BARRIER EDGE & ADHERE TO
- EACH SIDE, EXTEND BEAD TO TOP OF BUILDING PAPER.
STEP 6
APPLY BUILDING PAPER STARTING AT BOTTOM OF WALL IN SHINGLE FASHION. TUCK |
BUILDING PAPER UNDER SILL SKIRT.
STEP 6.
APPLY BEAD OF SEALANT UNDER THE WEATHER RESISTIVE BARRIER EDGE
INSTALL WEATHER RESISTIVE BARRIER, STRAIGHT EDGES TO LAY FLAT
STEP 5.
9" MIN. SELF ADHERING WATERPROOF MEMBRANE OVER WINDOW FIN. HAND ROLL SELF < ‘Z, R 7
ADHERING WATERPROOF MEMBRANE AT SEAMS AND LAPS. ] : =
o [ STEP 5. R =
INSTALL 6" MIN. SELF ADHERING WATERPROOF MEMBRANE STRIP OVER HEAD R ///
| FLASHING b /
/ 7,
STEP 4. = = ~ STEP 4.
INSTALL 6" MIN. STRIP OF SELF ADHERING WATERPROOF MEMBRANE ALONG HEAD TO 9" MIN. STRIPS OF SELF ADHERING WATERPROOF MEMBRANE ALONG JAMB OVER 'J!
' PROVIDE MATERIAL CONTINUITY FOR SEALANT UNDER NAILING FIN. | N é MOULD. MAINTAIN MIN. 3" OVERLAP.
INSTALL 3/8" BEAD OF PERIMETER SEALANT TO BACK OF WINDOW FIN OR TO THE SELF it INSTALL SHEET METAL HEAD FLASHING. LAP HEAD FLASHING OVER JAMB J' MOULD.
\ ADHERING WATERPROOF MEMBRANE FACE UNDER FIN. APPLY 3/8" BEAD OF SEALANT TO BACK OF FLASHING. REVISION: DATE: COMMENT:
INSTALL WINDOW WITH WINDOW FIN OVER SEALANT. INSTALL FASTENERS PER WINDOW
MANUF. INSTRUCTIONS. SHEET METAL LAP FULLY SOLDERED ISSUE.
SEQUENCE 1_ONE PIECE- FULLY SOLDERED WATERTIGHT SILL PAN FLASHING, FULLY '
DO NOT INSTALL FASTENERS CLOSER THAN 3" MIN. TO CORNERS. _ :
— STEP3, BED IN SEALANT, STRIP IN WITH SELF ADHERING WATERPROOFING MEMBRANE
9" MIN. STRIPS OF SELF ADHERING WATERPROOF MEMBRANE ALONG JAMB OVER \J SEQUENCE 2_SELF ADHERING WATERPROOFING MEMBRANE LAPPED OVER SHEET / /_\ \REVISION #2 06.03.22 PLAN CHECK CORRECTIONS
- MOULD. MAINTAIN MIN. 3" OVERLAP. METAL FLASHING AT TOP
== ) USE SOLID HAND ROLLER OVER SELF ADHERING WATERPROOF MEMBRANE AT SEAMS REVISION #104.0422  PLAN CHECK CORRECTIONS
)'M{ 9" MIN. STRIPS OF SELF ADHERING WATERPROOF MEMBRANE ALONG JAMB. MAINTAIN /\( & LAPS, TYP.
g " MN.3'OVERLAP.
? USE SOLID HAND ROLLER OVER SELF ADHERING WATERPROOF MEMBRANE AT SEAMS / |
3 ] AND LAPS, TYP. ~
MIN. ~
STEP 2.
Aﬁ
INSTALL METAL DOOR FRAME.
INSTALL 'J' MOULD AT JAMBS AND PROVIDE SEALANT AT JAMBS. SEAL:
j? STEP 2.
3"
MIN. ol 9" - 12" STRIP OF SELF ADHERING WATERPROOF MEMBRANE SILL FLASHING. EXTEND
T BEYOND RECESS AS SHOWN. <
>B?( ‘j— %— >
1l “,:0’0’0’0‘0
’ SRS TS
B STEPT % KRR RRKS STEP 1
20%6° ject No. 2104
R APPLY PRIMER OVER PLYWOOD SHEATHING »,933:3}"’ APPLY PRIMER OVER PLYWOOD SHEATHING Project No. 210
> INSTALL SILL SKIRT (1 LAYER "MOISTOP NEXT" OR EQ.), FASTEN ALONG TOP EDGE 0:::::: INSTALL SELF ADHERING WATERPROOFING MEMBRANE AT BASE OF WALL AND SILL ADU PROG RAM
".’.‘} 2:2:3: INSTALL THRESHOLD FLASHING. SET IN CONTINUOUS BED OF SEALANT - USE MIN. OF CITY OF FRESNO
pR0%0% S 1 TUBE OF SEALANT PER DOOR. CALIFORNIA
K] o
,0"’% ’0’0“
<X XA KX XA
S RIS
<X KX X]
3 K]
XK X5 DRAWING TITLE:
| 55
LR
5 TYPICAL DETAIL
K %
FLASHING
»,0
12!
STEP 1
APPLY PRIMER OVER PLYWOOD SHEATHING
SEQUENCE 1_HOT APPLIED RUBBERIZED ASPHALT pate: JUNE 3, 2022
SEQUENCE 2_SELF ADHERING WATERPROOFING MEMBRANE
SCALE: N.T.S.
03 FLUSH WINDOW FLASHING SEQUENCE 02 DOOR FLASHING 01 SILL PAN FLASHING SEQUENGE prawnBy:  ANX
SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S.
© Aaron Neubert Architects, INC. 2022 ‘ \ [ ] 0 2 1
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Door landing requirements:
a)Width of door with 36" minimum. (CRC section R311.3)
b)No more than 1%2"lower than the top of the threshold. (CRC section R311.3.1)

the landing or floor. (CRC section R311.3.1)

(CRC section 311.2)

from the top of threshold to the bottom of the door stop. (CRC section 311.2)

c)Not more than 734" below the top of the threshold provided that the door does not swing over

d)Specify the egress door to be side hinged and shall provide a clear width of not less than 32”
where measured between the face of the door and the stop, with the door opened 90 degrees.

e)Specify the minimum net height of the required egress door to be not less than 78" measured

CONCRETE PAD FOR CONDENSER,;
CONDENSER TO BE INSTALLED PER
MANUFACTURER'S INSTALL. REQ.

i E PROVIDE WALL BACKING AT SHOWER m | m | m ﬁ ﬂ

WALL FOR GRAB BAR OPTION | \\A401 A401 A400 \A-200/ | A.020

50 CFM FAN WITH HUMIDI-STAT - : TANKLESS :
ENERGY STAR COMPLIANT| | WATER HEATER 7 |
I I ' I
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OWNER:
CITY OF FRESNO
PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721
ARCHITECT:
AARON NEUBERT ARCHITECTS, INC.
2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P. 323.953.4700 F. 323.953.4900
AARON NEUBERT CA# C-29005
STRUCTURAL ENGINEER:
NOUS ENGINEERING, INC.
600 WILSHIRE BOULEVARD, SUITE 760
LOS ANGELES, CALIFORNIA 90017
P. 213.627.6687
MEP ENGINEER:
INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997
Door landing requirements:
a)Width of door with 36" minimum. (CRC section R311.3)
b)No more than 1¥2"lower than the top of the threshold. (CRC section R311.3.1)
c)Not more than 732" below the top of the threshold provided that the door does not swing over
the landing or floor. (CRC section R311.3.1)
d)Specify the egress door to be side hinged and shall provide a clear width of not less than 32"
where measured between the face of the door and the stop, with the door opened 90 degrees.
(CRC section 311.2)
e)Specify the minimum net height of the required egress door to be not less than 78” measured
from the top of threshold to the bottom of the door stop. (CRC section 311.2)
CONCRETE PAD FOR CONDENSER;
CONDENSER TO BE INSTALLED PER
MANUFACTURER'S INSTALL. REQ.
PROVIDE WALL BACKING AT SHOWER (o1 (o (02 (o1 (o5
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AARON NEUBERT ARCHITECTS

ADU PROGRAM

OWNER:
CITY OF FRESNO
PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721
ARCHITECT:
AARON NEUBERT ARCHITECTS, INC.
2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P. 323.953.4700 F. 323.953.4900
AARON NEUBERT CA# C-29005
STRUCTURAL ENGINEER:
NOUS ENGINEERING, INC.
600 WILSHIRE BOULEVARD, SUITE 760
LOS ANGELES, CALIFORNIA 90017
P. 213.627.6687
MEP ENGINEER:
INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997
Door landing requirements:
a)Width of door with 36" minimum. (CRC section R311.3)
b)No more than 1¥2"lower than the top of the threshold. (CRC section R311.3.1)
c)Not more than 7%4" below the top of the threshold provided that the door does not swing over
Y Y g
the landing or floor. (CRC section R311.3.1)
d)Specify the egress door to be side hinged and shall provide a clear width of not less than 32"
where measured between the face of the door and the stop, with the door opened 90 degrees.
(CRC section 311.2)
e)Specify the minimum net height of the required egress door to be not less than 78” measured
from the top of threshold to the bottom of the door stop. (CRC section 311.2)
CONCRETE PAD FOR CONDENSER;
CONDENSER TO BE INSTALLED PER
MANUFACTURER'S INSTALL. REQ.
PROVIDE WALL BACKING AT SHOWER (o (02 (o1 (o5
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DOOR SCHEDULE

UNIT | QTv. TYPE LOCATION  |0.D. WIDTH |0.D. HEIGHT| U-FACTOR | SHGC GLASS FINISH HINGES MANUFACTURER # COMMENTS HA;_.?(\)"L’J’;RE
! F{/?IEFFT-IGIT-éhslli DL?TOER ENTRY 36" 80" - - - - SQ. STN. STL. . ] .
SOLID WOOD DOOR SECONDARY ) ] ]
1 1-3/4" FLUSH PANEL BEDROOM 02 32 80 i i i i 50.STN. STL. i i
SOLID WOOD DOOR SECONDARY ) ) ] ] ] ] ] ] ]
V| {.3/4" FLUSH PANEL BEDROOM 01 32 80 50.STN. STL.
SOLID WOOD DOOR PRIMARY ] ] ] ] ] ] ] ] ]
1| 1-3/4 FLUSH PANEL BEDROOM 82 80 §0. STN. STL.
SOLID WOOD DOOR ) ] ] ] ] ] ] ] ]
1| o FLUSHPANEL | PRIMARYBATH | 32 80 SQ. STN. STL.
SOLID WOOD DOOR ] ] ] ] ] ] ] ] ]
1|y FlUsHpANEL | SMAREDBATH 32 80 SQ. STN. STL.
1 FSL%ES'S \Fﬁ‘i\ONOEDL gﬁgﬁn W/D CLOSET 65" 80" i - - ] ] ] DOUBLE BIFOLD DOOR .
SOLID WOOD DOOR SECONDARY ) ] ] ] ] ] ] ]
1|y FLUSH PANEL SEA0OM 02 52 80 N/A TWO PANEL SLIDING CLOSET
SOLID WOOD DOOR SECONDARY \ . ] ] ] ] ] ]
1| e FLUSH PANEL SEoROOM 01 511/2 80 N/A TWO PANEL SLIDING CLOSET
SOLID WOOD DOOR PRIMARY ) ] ] ] ] ] ] ]
1| e FLUSH PANEL SEDROOM 97 80 /A TWO PANEL SLIDING CLOSET
NOTE:
ALL WINDOWS AND DOORS ARE VIEWED FROM EXTERIOR
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NOTE:
WINDOW SCHEDULE ALL GLASS TO BE CLEAR TEMPERED
UNIT| aTY. TYPE LOCATION | 0.D. WIDTH |0.D. HEIGHT| R.0. WIDTH [R.0. HEIGHT|  GLASS | U-FACTOR |  SHGC FINISH SCREEN MODEL # COMMENTS
1 DBLSLIDER | KITCHEN 42" 3g" 4234 | 3834 VINYL YES
1 SNGL HUNG LIVING 36" 48" 3634 | 483/4" VINYL YES
1 DBL SLIDER LIVING 7" 48" 723/4" | 48 3/4" VINYL YES
1 FIXED LIVING 7" 18" 72340 | 183/4" VINYL .
1 DBL SLIDER LIVING 7" 48" 72340 | 48 34" VINYL YES
1 DBL SLIDER LIVING 7" 48" 723/4" | 48 34" VINYL YES
SECONDARY ] ) ) .
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AARON NEUBERT ARCHITECTS

OWNER:
CITY OF FRESNO
PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721
ARCHITECT:

AARON NEUBERT ARCHITECTS, INC.

2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P.323.953.4700 F. 323.953.4900

AARON NEUBERT CA# C-29005

STRUCTURAL ENGINEER:

NOUS ENGINEERING, INC.

600 WILSHIRE BOULEVARD, SUITE 760
LOS ANGELES, CALIFORNIA 90017
P. 213.627.6687
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INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0097
REVISION: DATE: COMMENT:
ISSUE:

AREVISION #206.03.22 PLAN CHECK CORRECTIONS

AREVISION #104.04.22 PLAN CHECK CORRECTIONS

SEAL:

Project No. 2104

ADU PROGRAM

CITY OF FRESNO

CALIFORNIA

DRAWING TITLE:

ADU 05 - CRAFTSMAN
WINDOW/DOOR SCHEDULE

SCALE: 1/2"=1'-0"

oate: JUNE 3, 2022
1/2" — 1|_0||

SCALE:

DRAWN BY:

© Aaron Neubert Architects, INC. 2022‘ \l 1 O 1 C




DOOR SCHEDULE

UNIT | QTY. TYPE LOCATION  |0.D. WIDTH|0.D. HEIGHT| U-FACTOR | SHGC GLASS FINISH HINGES MANUFACTURER # COMMENTS HA(?I_.?S"L’J’;RE
! F{/?IEFFT-IGIT-éhslli DL?TOER ENTRY 36" 80" - - - - SQ. STN. STL. . ] .
SOLID WOOD DOOR SECONDARY ) ] ]
1 1-3/4" FLUSH PANEL BEDROOM 02 32 80 i i i i 50.STN. STL. i i
SOLID WOOD DOOR SECONDARY ) ) ] ] ] ] ] ] ]
V| {.3/4" FLUSH PANEL BEDROOM 01 32 80 50.STN. STL.
SOLID WOOD DOOR PRIMARY ] ] ] ] ] ] ] ] ]
1| 1-3/4 FLUSH PANEL BEDROOM 82 80 §0. STN. STL.
SOLID WOOD DOOR ) ] ] ] ] ] ] ] ]
1| o FLUSHPANEL | PRIMARYBATH | 32 80 SQ. STN. STL.
SOLID WOOD DOOR ] ] ] ] ] ] ] ] ]
1| YaFLusHPNEL | SMARED BATH 32 80 SQ. STN. STL.
1 Fi%ga \F’,‘LONOEDL g%ﬁn W/D CLOSET 65" 80" ; . . ] ] ] DOUBLE BIFOLD DOOR ]
SOLID WOOD DOOR SECONDARY ) ] ] ] ] ] ] ]
1| {3 FLUSH PANEL S R00M 02 52 80 N/A TWO PANEL SLIDING CLOSET
SOLID WOOD DOOR SECONDARY } . ] ] ] ] ] ]
1| e FLUSH PANEL SEoROOM 01 511/2 80 N/A TWO PANEL SLIDING CLOSET
SOLID WOOD DOOR PRIMARY ] ] ] ] ] ] ] ]
1| J e FLUSH PANEL SEDROOM 97 80 N/A TWO PANEL SLIDING CLOSET
NOTE:
ALL WINDOWS AND DOORS ARE VIEWED FROM EXTERIOR
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02 DOOR SCHEDULE
SCALE: 1/2'=1-0"
NOTE:
WINDOW SCHEDULE ALL GLASS TO BE CLEAR TEMPERED
UNIT| aTY. TYPE LOCATION | 0.D. WIDTH |0.D. HEIGHT| R.0. WIDTH [R.0. HEIGHT|  GLASS | U-FACTOR |  SHGC FINISH SCREEN MODEL # COMMENTS
1 DBLSLIDER | KITCHEN 42" 38" 4234 | 3834 VINYL YES
1 SNGL HUNG LIVING 36" 48" 3634 | 483/4" VINYL YES
1 DBL SLIDER LIVING 7" 48" 723/4" | 48 3/4" VINYL YES
1 FIXED LIVING 7" 18" 72340 | 183/4" VINYL .
1 DBL SLIDER LIVING 700 48" 72340 | 48 34" VINYL YES
1 DBL SLIDER LIVING 7" 48" 723/4" | 48 34" VINYL YES
SECONDARY ) ) ) .
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1 DBLSLDER  [2oooioiod 72 48 7234 | 4834 VINYL YES
\ _ SECONDARY ] ) j .
5 > s - 5 — . 1 SNGLHUNG  |gcrnon ol 24 48 2434 | 483/4 VINYL YES
SECONDARY ] ) , .
N N _ 1 SNGLHUNG  proooo i 24 48 2434 | 483/ VINYL YES
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01 WINDOW SCHEDULE

SCALE: 1/2"=1'-0"

AARON NEUBERT ARCHITECTS

OWNER:
CITY OF FRESNO
PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721
ARCHITECT:

AARON NEUBERT ARCHITECTS, INC.

2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P.323.953.4700 F. 323.953.4900

AARON NEUBERT CA# C-29005

STRUCTURAL ENGINEER:

NOUS ENGINEERING, INC.

600 WILSHIRE BOULEVARD, SUITE 760
LOS ANGELES, CALIFORNIA 90017
P. 213.627.6687

MEP ENGINEER:
INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0097
REVISION: DATE: COMMENT:
ISSUE:

AREVISION #206.03.22 PLAN CHECK CORRECTIONS
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DOOR SCHEDULE

UNIT | QTv. TYPE LOCATION  |0.D. WIDTH |0.D. HEIGHT| U-FACTOR | SHGC GLASS FINISH HINGES MANUFACTURER # COMMENTS HA(?F?(\)'\L’J’?,RE
FIBERGLASS DOOR . . ] ] ] ] ] ] ]
1 WITH TEMP. LITE ENTRY 36 80 $Q. STN. STL.
SOLID WOOD DOOR SECONDARY ) ] ] ] ] ] ] ] ]
1| 123/4" FLUSH PANEL BEDROOM 02 82 80 50. STH. STL.
SOLID WOOD DOOR SECONDARY ) ] ] ] ] ] ] ] ]
1| 134" FLUSH PANEL BEDROOM 01 32 80 50. STH. STL.
SOLID WOOD DOOR PRIVIARY ] ] ] ] ] ]
1| 134" FLUSH PANEL BEDROOM 32 80 - S0. STN. STL. - -
SOLID WOOD DOOR ] ] ] ] ]
| {aarrLusHpaNeL | PRIMARY BATH 32 80 . SQ. ST STL. ] ] ]
SOLID WOOD DOOR ] ] ] ] ]
V| {34 rLusHpANEL | SHARED BATH 32 80 - SQ. STN. STL. - ] .
SOLID WOOD DOOR } ) ] ] ] ] ] ] ]
1| S USH PANEL BiFoLD | /D CLOSET 65 80 DOUBLE BIFOLD DOOR
SOLID WOOD DOOR SECONDARY ) ] ] ] ] ] ] ]
1| e FLUSH PANEL SECR0OM 02 52 80 N/A TWO PANEL SLIDING CLOSET
SOLID WOOD DOOR SECONDARY \ . ] ] ] ] ] ]
1| 3/t FLUSH PANEL SORO0M o 511/2 80 N/A TWO PANEL SLIDING CLOSET
SOLID WOOD DOOR PRIVIARY ] ] ] ] ] ] ] ]
1| e FLUSH PANEL SEDROOM 97 80 N/A TWO PANEL SLIDING CLOSET
NOTE:
ALL WINDOWS AND DOORS ARE VIEWED FROM EXTERIOR
L o7 L L 5 L L 5o L L - L LOOKING AT THE WINDOWS AND DOORS
- 1 - 1 - 1 - 1 ) 32" ) ) 32" ) ) 32" ) ) 32" ) ; 32" \ ” 36" ,
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EQ | e | [ N N ) N [
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S ‘ =) ‘ =) ‘ =) S =) S S =) =)
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02 DOOR SCHEDULE
i SCALE: 1/2'=1-0"
NOTE:
WINDOW SCHEDULE ALL GLASS TO BE CLEAR TEMPERED
UNIT| aTY. TYPE LOCATION | 0.D. WIDTH |0.D. HEIGHT| R.0. WIDTH [R.0. HEIGHT|  GLASS | U-FACTOR | SHGC FINISH SCREEN MODEL # COMMENTS
1 DBLSLIDER | KITCHEN 42" 38" 4234 | 38340 VINYL YES
1 SNGL HUNG LIVING 36" 48" 363/4" | 483/4" VINYL YES
1 DBL SLIDER LIVING 70" 48" 72340 | 4834 VINYL YES
1 DBL SLIDER LIVING 7" 48" 723/4" | 48 3/4" VINYL YES
1 FIXED LIVING 7" 24 72340 | 2434 VINYL .
1 DBL SLIDER LIVING 7" 48" 723/4" | 48 3/4" VINYL YES
1 FIXED LIVING 7" 24 72340 | 2434 VINYL .
SECONDARY ] ) ) .
o , , 60" , , > ) 1 SNGLHUNG o ool 36 48 363/4" | 483/4 VINYL YES
3 * + 1 FIXED BSEEDCF?cl)\‘gnAnFi)Yz 36" 241 36340 | 24 34 VINYL .
\ ] SECONDARY ] ] ] ]
S > 2 = ] —— — 1| DBLSLDER ool 72 48 | 234 | 4834 VINYL YES
SECONDARY ] ] ] ] ]
. N _ 1 FXED  breoovol 72 24 7234 | 2434 VINYL
(3 SNGLHUNG | SE7N DR / / VINYL YES
SECONDARY , ,
O SNGL HUNG 24 48" 2434 | 4834
i ' ® BEDROOM 01 / / VINYL VES
ocC ocC
= = 1 SNGLHUNG | PRIMARY 36" 48" 363/4" | 48 3/4"
= = R / / VINYL YES
ey sy A\
w w PR'MARY n n " n
= = - @ @ 1 sNeL HunG | PR 36 48 363/4" | 483/4 VINYL VES
= = - O DBLSLDER | PRIMARY 700 48" 7234 | 4834 VINYL YES
© © s BEDROOM
[NN)
= PRIVIARY , )
3 1 DBL SLIDER 60" 20" 603/4" | 2034
- (13 o / / VINYL YES
& 1 DBL SLIDER BATH 60" 20" 603/4" | 2034 VINYL VES
N S )\ iiiiiiiiiiiiii )\ *****************
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AARON NEUBERT CA# C-29005
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ENCLOSED RAFTER SPACE VENT: A
1,496 SF ROOF AREA

1,496 SF/ 150 =10 SF REQUIRED

= 1,440 SQIN

>

AIR VENT INC. EV16624

UNDEREAVE VENT, 56 NFA
(12) IN TOTAL

MASTER FLOW RT65
ROOF LOUVER, 60 NFA

(13) IN TOTAL

MIN. 1" AIR SPACE BETWEEN INSULATION AND ROOF SHEATHING.
WHERE EAVE OR CORNICE VENTS ARE INSTALLED, SPECIFY 4'
LONG BAFFLES MINIMUM. (CRC section R806.3)
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SCALE: 1/4"=1"-0"

AARON NEUBERT ARCHITECTS

OWNER:
CITY OF FRESNO
PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721
ARCHITECT:

AARON NEUBERT ARCHITECTS, INC.

2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P.323.953.4700 F. 323.953.4900

AARON NEUBERT CA# C-29005
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AARON NEUBERT ARCHITECTS

ADU PROGRAM

OWNER:

CITY OF FRESNO

PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721

ARCHITECT:
AARON NEUBERT ARCHITECTS, INC.
2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P. 323.953.4700 F. 323.953.4900
AARON NEUBERT CA# C-29005
STRUCTURAL ENGINEER:
NOUS ENGINEERING, INC.
600 WILSHIRE BOULEVARD, SUITE 760
LOS ANGELES, CALIFORNIA 90017
P. 213.627.6687
MEP ENGINEER:
INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997
FEEE AIRVENT INC. EVi6624
UNDEREAVE VENT, 56 NFA
(6) IN TOTAL
D MASTER FLOW RT65
ROOF LOUVER, 60 NFA
(5) IN TOTAL
ENCLOSED RAFTER SPACE VENT: A
1,496 SF ROOF AREA MIN. 1" AIR SPACE BETWEEN INSULATION AND ROOF SHEATHING.
1,496 SF/ 150 =10 SF REQUIRED WHERE EAVE OR CORNICE VENTS ARE INSTALLED, SPECIFY 4'
= 1,440 SQIN i LONG BAFFLES MINIMUM. (CRC section R806.3)
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ENCLOSED RAFTER SPACE VENT:
1,358 SF ROOF AREA

1,358 SF/ 150 =9.1 SF REQUIRED
=1,310.4 SQIN

FEE AR VENT INC. EV16624
UNDEREAVE VENT, 56 NFA
(12) IN TOTAL

D MASTER FLOW RT65
ROOF LOUVER, 60 NFA
(1) IN TOTAL

MIN. 1" AIR SPACE BETWEEN INSULATION AND ROOF SHEATHING.
WHERE EAVE OR CORNICE VENTS ARE INSTALLED, SPECIFY 4'
LONG BAFFLES MINIMUM. (CRC section R806.3)
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CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM
LISTING No. 7263-1610:0142 Page 1 of 1
CATEGORY: 7263 -- SMOKE ALARM-COMBINATION SMOKE/CARBON MONOXIDE (PHOTOELECTRIC) A ARON NEU BERT ARCH |TECTS
LISTEE: KIDDE SAFETY4820 Centennial Blvd, Suite 145, Colorado Springs, CO 80919
Contact. Larry Ratzlaff (847) 214-1190
Email: larry.ratzlaff@carrier.com
DESIGN: *Model KN-COPE-IC is a 120 VAC powered with a 8 volt backup photoelectric type smoke
and electrochemical carbon monoxide (CO) alarm. *Unit is equipped with alarm silence ADU PROGRAM
feature and have a 10 year end of life timer. Refer to listee's data sheet for detailed product
description and operational considerations. OWNER:
CITY OF FRESNO
RATING: Model KN-COPE-IC: 120 VAC with 9 volt backup PLANNING AND DEVELOPMENT DEPARTMENT
Approved batteries: Duracell MN1604 or MX1604, Energizer 522 or Gold Peak 1604A ORI a0 LOOR
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances ARCHITECT:
and in a manner acceptable to the authority having jurisdiction. AARON NEUBERT ARCHITECTS. INC
MARKING: Listee's name, model number, electrical rating, and UL label. 2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
APPROVAL: Listed as a single/multiple station photoelectric smoke and electrochemical carbon P.323.953.4700 F.323.953.4900
monoxide (CO) alarm. AARON NEUBERT CA# C-29005
NOTE: 1. The photoelectric type alarms are generally more effective at detecting slow, smoldering STRUCTURAL ENGINEER:
fires which smolder for hours before bursting into flame. Sources of these fires may include
cigarettes burning in couches or bedding. The ionization type alarms are generally more NOUS ENGINEERING, INC.
effective at detecting fast, flaming fires which consume combustible materials rapidly and fggmﬂ?g %%fgémgzﬂf 760
spread quickly. Sources of these fires may include paper burning in a waste container or a P. 213.627 6687
grease fire in the kitchen.
2. *Meet the new smoke alarm requirement (SB1394).
MEP ENGINEER:
3.*F ly 7257-1610:0142
S INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997
*Rev. 06-10-15 bh
This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results andfor other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be used to verify correct CEILING FAN / LIGHT
operational requirements or installation criteria. Refer to listee's data sheet, installation instructions and/or other A
@ KIDDE SAFETY, KN-COPE-IC
Date Issued: July 01, 2021 Listing Expires June 30, 2022 Provide receptacle within 25' and on the same level of SMOKE AND CARBON MONOXIDE (CO)
mechanical equipment. (CEC section 210.63) A ALARM
Authorized By: DAVID CASTILLO, M.E., F.P.E. TELEVISION CABLE
Fire Enai ing Divisi NOTE: Receptacles serving countertops and Work Surfaces:
iré Cngineering Livision a) Receptacle outlets shall not be installed in a face up position in the work surfaces. A 0 DATA LINE
b) Receptacle outlets shall be located on or above, but not more than 20in. above the ® THERMOSTAT
countertop or work surface. (CEC section 210.52(C)(5)) Smoke alarms shall be installed per CRC section R314: @ VERT DUCT
c) Receptacle outlets shall be permitted to be mounted not more than 12in. below the a) Shall not be installed within 36" of supply registers and measured from the blade tip of ceiling :
03 SMOKE/ CARBON MONOXIDE ALARM SPECIFICATION countertop or work surface provided the countertop does not extend more than 6 in. beyond fans. (NFPA 72, section 29.8.3.4(4)) — — — puCcT
SCALE: N/A its support base. (CEC section 210.52(C)(5) Exception) b) Highest portion of a sloped or within 12" of the highest point of a coffered ceiling (NFPA 72,
d) On island and peninsular countertops, receptacles may be mounted a maximum 12in. section 29.8.3.4(10)) — © — UNDERGROUND DUCT
below countertop provided there are no back splashes or dividers and no means to mount c) Installation near Bathrooms shall be not less than 2 feet horizontal distance from the door or e }‘ AR SUPPLY
within 20in. above countertop, such as an overhead cabinet. (CEC section 210.52(C)(5) opening of a bathroom that contains a bathtub or shower unless this would prevent placement
Exception(2)) required by other sections of this code (NFPA 72, section 29.8.3.4(6), (5)) - ﬂ{ RETURN
X ARSUPPLY
FRESNO ADU NOTE: EXTERIOR ELECTRICAL RECEPTACLE
TO BE INSTALLED AT 1'-6" A.F.F. TYPICAL N RETURN
GENERAL NOTES: Z TELEPHONE
1. Luminaires shall have appropriate UL or other label as required by local codes. E TELEPHONE (2 LINE)
2. Luminaires shall include accessories for installation according to local and national codes.
3. Contractor shall verify the following prior to ordering luminaires: i - I ] 3 = = |:| =©=GH OUTLET
a. locations and recess depths and any structural and other conflicts. . - ’ ~_7.0" o g g QUAD OUTLET
b. final voltages and ceiling trim compatibility. ¢ *%8-31/4" | ,,L | ,,t 2 Eﬂ 5 =#T;H
¢. ceilings more than %43/4” thick which limits trim compatibility. o DEDICATED OUTLET REVISION: DATE: COMMENT:
d. luminaires in insulated ceilings, necessitating the need for insulated ceiling type housings. S L F3 3.0 | : : :
4. Contractor shall provide approved fire-rated enclosures for luminaires located in a fire-rated ceiling. - =¢= FLOOR-MOUNTED OUTLET
5. Responsibility for emergency lighting, code compliance, and circuiting to meet code conformance remains ’| [ —| $ SWITCH ISSUE:
with the Architect and Electrical Engineer as required by law. —4t —H
6. Contractor shall submit luminaire substitutions prior to bid for review. Contractor shall supply a sample F L $D DIMMER SWITCH
and/or photometric data if requested. If substitution is rejected, Contractor shall provide specified product. REVISION #2 06.03.22 PLAN CHECK CORRECTIONS
7. Luminaire voltages to be determined by Project Electrical Engineer. ] $3 3-WAY SWITCH
8. All luminaire sockets shall be labeled permanently, in the factory, with wattages indicated in "Lamp A =#= F5 A
Specification" column, not maximum wattages. G N $  S-WAY DIMMER SWITCH REVISION #104.04.22  PLAN CHECK CORRECTIONS
, 2 EXHAUST FAN SWITCH
LUMINAIRE LAMP INPUT REV. X8-0" GF — $F
TYPE DESCRIPTION SPECIFICATION SPECIFICATION WATTS LUMINAIRE NOTES LOCATION NO. o $R RADIANT FLOOR HEATER CONTROL
F1 Downlight ELCO 2700K 14W | White Trim Typ. Interior o #10-101/4 A 5 LED DOWN LGHT
Interior EL490ICA housing 120V — 1 —e—  —t—
, ‘ F1 = <D LED DIRECTIONAL DOWN LIGHT
Koto Module with Pex 4" L
Adjustable Phenolic Baffle o _|,_ S *12-0" — - ﬂ b WALL SCONCE SEAL:
uminaire for sin 2
vanity Slim Nightstick LED 120V . & F1 = ———  LINEAR CABINET UNDERMOUNT LIGHT
Damp Location . LA_GH% X80 | =  EXTERIOR LIGHT
(m) > 5 ] & EXTERIOR MOTION SENSITIVE LIGHT
F o
F3 Under cabinet mounted | Commercial Electric 180 Im/ft 4.7 W/t Under Cabinet ‘ M ® FLUSH MOUNTED CEILING SPEAKER
led luminaire 3000K S
16 ft. White Indoor LED Tape| Dimmable ‘ & (@) EXHAUST FAN
#‘(%‘; ‘;Vgg gzme 12v F4 DAYLIGHT SENSOR Project No. 2104
F4 Ceiling mounted fanw/ | Home Decorators Collection | 120V 14W Bedroom Fa :: 28;IIEE:V\,/ALLé_ngzlATgEIPELSAiEgUTLETS TO HAVE
light fixture Lan L Lo REL IRED e CITY OF FRESNO
Mercer 52in. LED Indoor o /{" 0 f il ¥ : : ol 20 | NOTE: EXTERIOR ELECTRICAL RECEPTACLE PALIFORNIA
Brushed Nickel Ceiling Fan N = 1 ’N :
with Light Kit and Remote — | . i L %\\J - T0 HAVE WEATHERPROOF COVER
F5 Surface mounted Artika 650 Im 9.3W Exterior Ent F1 F1 % F1 [ ] DROPCEILING DRAWING TITLE:
inai v *8-31/4" b *8-31/4" dh) \ *8-31/4" @ A
luminaire for entryway 3000K . i i
Extrior Glacier 1-Light Dimmable 5 | — ; 5 ! ; ; | [ VAULTED CEILING ADU 05 - CRAFTSMAN
LED Wall Sconce 120v REFLECTED CEILING PLAN
oate: JUNE 3, 2022

SCALE: AS NOTED

A DRAWN BY:

LIGHTING SCHEDULE REFLECTED CEILING PLAN _ A 1 1 O C
02 01 © Aaron Neubert Architects, INC. 2022 u

SCALE: 1/2"=1'0" SCALE: 1/4"=1"-0"




CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM

LISTING SERVICE

LISTING No. 7263-1610:0142 Page 1 of 1
CATEGORY: 7263 -- SMOKE ALARM-COMBINATION SMOKE/CARBON MONOXIDE (PHOTOELECTRIC) AARO N N EU B E RT ARC H |TECTS
LISTEE: KIDDE SAFETY4820 Centennial Blvd, Suite 145, Colorado Springs, CO 80919

Contact. Larry Ratzlaff (847) 214-1190
Email: larry.ratzlaff@carrier.com

DESIGN: *Model KN-COPE-IC is a 120 VAC powered with a 8 volt backup photoelectric type smoke
and electrochemical carbon monoxide (CO) alarm. *Unit is equipped with alarm silence ADU PROGRAM
feature and have a 10 year end of life timer. Refer to listee's data sheet for detailed product

description and operational considerations. OWNER:
CITY OF FRESNO
RATING: Model KN-COPE-IC: 120 VAC with 9 volt backup PLANNING AND DEVELOPMENT DEPARTMENT
o . 2600 FRESNO STREET, 3RD FLOOR
Approved batteries: Duracell MN1604 or MX1604, Energizer 522 or Gold Peak 1604A FRESNO. CA 03721
INSTALLATION:  In accordance with listee's printed installation instructions, applicable codes and ordinances ARCHITECT:
and in a manner acceptable to the authority having jurisdiction. AARON NEUBERT ARCHITECTS. INC
MARKING: Listee's name, model number, electrical rating, and UL label. 2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
APPROVAL: Listed as a single/multiple station photoelectric smoke and electrochemical carbon P.323.953.4700 F. 323.953.4900
monoxide (CO) alarm. AARON NEUBERT CA# C-29005
NOTE: 1. The photoelectric type alarms are generally more effective at detecting slow, smoldering STRUCTURAL ENGINEER:

fires which smolder for hours before bursting into flame. Sources of these fires may include

cigarettes burning in couches or bedding. The ionization type alarms are generally more NOUS ENGINEERING, INC.
- : ; ; . : ; 600 WILSHIRE BOULEVARD, SUITE 760

effective alt detecting fast, flaming fires Whl(?h consume combulstlblle materials rap@ly and L0S ANGELES, CALIFORNIA 90017

spread quickly. Sources of these fires may include paper burning in a waste container or a P. 213.627.6687

grease fire in the kitchen.

2. *Meet the new smoke alarm requirement (SB1394).

MEP ENGINEER:
3.*F ly 7257-1610:0142
Cnety INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997
*Rev. 06-10-15 bh
This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results andfor other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be used to verify correct CEILING FAN/ LIGHT
operational requirements or installation criteria. Refer to listee's data sheet, installation instructions and/or other A
@ KIDDE SAFETY, KN-COPE-IC
Date Issued: July 01, 2021 Listing Expires ~ June 30, 2022 Provide receptacle within 25' and on the same level of SMOKE AND CARBON MONOXIDE (CO)
mechanical equipment. (CEC section 210.63) A ALARM
Authorized By: DAVID CASTILLO, M.E., F.P.E. TELEVISION CABLE
Fire Enai ing Divisi NOTE: Receptacles serving countertops and Work Surfaces:
iré Cngineering Livision a) Receptacle outlets shall not be installed in a face up position in the work surfaces. A 0 DATA LINE
b) Receptacle outlets shall be located on or above, but not more than 20in. above the 0) THERMOSTAT
countertop or work surface. (CEC section 210.52(C)(5)) Smoke alarms shall be installed per CRC section R314: @ VERT DUCT
¢) Receptacle outlets shall be permitted to be mounted not more than 12in. below the a) Shall not be installed within 36" of supply registers and measured from the blade tip of ceiling .
03 SMOKE/ CARBON MONOXIDE ALARM SPECIFICATION countertop or work surface provided the countertop does not extend more than 6 in. beyond fans. (NFPA 72, section 29.8.3.4(4)) — — — pUuCT
SCALE: N/A its support base. (CEC section 210.52(C)(5) Exception) b) Highest portion of a sloped or within 12" of the highest point of a coffered ceiling (NFPA 72,
d) On island and peninsular countertops, receptacles may be mounted a maximum 12in. section 29.8.3.4(10)) — - — UNDERGROUND DUCT
below countertop provided there are no back splashes or dividers and no means to mount ¢) Installation near Bathrooms shall be not less than 2 feet horizontal distance from the door or “ }‘ AR SUPPLY
within 20in. above countertop, such as an overhead cabinet. (CEC section 210.52(C)(5) opening of a bathroom that contains a bathtub or shower unless this would prevent placement
Exception(2)) required by other sections of this code (NFPA 72, section 29.8.3.4(6), (5)) - _{ RETURN
X AIR SUPPLY
FRESNO ADU NOTE: EXTERIOR ELECTRICAL RECEPTACLE
TO BE INSTALLED AT 1-6" A.F.F. TYPICAL h | RETURN
GENERAL NOTES: A TELEPHONE
1. Lumi.nai_res shall have appropriate .UL or cher Iapel as requi.red by local codes.. g TELEPHONE (2 LINE)
2. Luminaires shall include accessories for installation according to local and national codes.
3. Contractor shall verify the following prior to ordering luminaires: : . — — D_I =©=GH OUTLET
a. locations and recess depths and any structural and other conflicts. | - 1 ] —— ] d
b. final voltages and ceiling trim compatibility. ‘ﬂ) X8-31/4" | 2-9 ﬁL 2-9 , Ir_2 'gLﬁ; :Z—Q];ﬂ %;H QUAD OUTLET
c. ceilipgg mo.re.than 3A;3/4”.’[.hick which Iimit§ trim compatibi!ity. - . S— - DEDICATED OUTLET
d. luminaires in insulated ceilings, necessitating the need for insulated ceiling type housings. L F1 REVISION: DATE: COMMENT:
4. Contractor shall provide approved fire-rated enclosures for luminaires located in a fire-rated ceiling. N — ] ﬁ: FLOOR-MOUNTED OUTLET
5. Responsibility for emergency lighting, code compliance, and circuiting to meet code conformance remains ISSUE:
with the Architect and Electrical Engineer as required by law. $ SWITCH
6. Contractor shall submit luminaire substitutions prior to bid for review. Contractor shall supply a sample $ DIMIMER SWITCH
and/or photometric data if requested. If substitution is rejected, Contractor shall provide specified product. : D
7. Luminaire voltages to be determined by Project Electrical Engineer. GFTY | _5#@_ . $ 3-WAY SWITCH REVISION #2 06.03.22  PLAN CHECK CORRECTIONS
8. All luminaire sockets shall be labeled permanently, in the factory, with wattages indicated in "Lamp F2 F5 ’ i i
Specification" column, not maximum wattages. —N $sn 3-WAY DIMMER SWITCH REVISION #1 04.04.22 PLAN CHECK CORRECTIONS
EXHAUST FAN SWITCH
TYPE DESCRIPTION LUMIBEIRE LAMP INPUT | | UMINAIRE NOTES LocaTion | REV: E2 £ o — 5
SPECIFICATION SPECIFICATION WATTS NO. $R RADIANT FLOOR HEATER CONTROL
F1 Downlight ELCO 2700K 14 W White Trim Typ. Interior X10-101/4" A
Interior EL490ICA housing 120V m O LED DOWN LIGHT
Koto Module with Pex 4" ' |_ _| <D LED DIRECTIONAL DOWN LIGHT
—— — SEAL:
F2 Surface mounted DWELED 1276 Im 17W Bathroom [ 2'-85" - (m) :
luminaire for sink/ 3000K = L & & PENDANTLIGHT
vanity Slim Nightstick LED 120V | == === LINEAR CABINET UNDERMOUNT LIGHT
Damp Location Wall Light 2 LA ‘ F1
. J =  EXTERIOR LIGHT
(m) > P i i EXTERIOR MOTION SENSITIVE LIGHT
F3 Under cabinet mounted | Commercial Electric 180 Im/ft 4.7 W/t Under Cabinet %-8-0" : ' ‘ = ® FLUSH MOUNTED CEILING SPEAKER
led luminaire 3000K 4-6" 16" )
16 ft. White Indoor LED Tape| Dimmable # ‘ & @ EXHAUST FAN
Light with remote 12V = — —
F4 Ceiling mounted fan w/ | Home Decorators Collection | 120V 14W Bedroom F4 le—  — 4 & NOTE: ALL SWITCHES & OUTLETS TO HAVE ADU PROG RAM
light fixture -8 (" 3 , = SCREWLESS FACEPLATES CITY OF FRESNO
Mercer 52in. LED Indoor 4-6" y 46" 30" 517" o-17" L0 CALIFORNIA
Brushed Nickel Ceiling Fan N ’N - 7 ,I NOTE: EXTERIOR ELECTRICAL RECEPTACLE
with Light Kit and Remote — & k—\\l/ TO HAVE WEATHERPROOF COVER
F5 Surf ted Artik 650 | 9.3W Exterior Ent \F1 N < F1 F1 <
urrace mounte IKa m . erior entry é? DROP CEILING DRAWING TITLE:
luminaire for entryway 3000K X8-31/4" dlb X-8-31/4" (jh) ‘ X8-31/4" (m) = \
Exterior Glacier 1-Light Dimmable . I — ; a I i 3 I [ ] VAULTED CEILING ADU 05 - GABLE
LED Wall Sconce 120V
REFLECTED CEILING PLAN
oate: JUNE 3, 2022

SCALE: AS NOTED

DRAWN BY:

LIGHTING SCHEDULE REFLECTED CEILING PLAN _ A 1 1 O
02 01 © Aaron Neubert Architects, INC. 2022 u

SCALE: 1/2"=1'0" SCALE: 1/4"=1"-0"




CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION
OFFICE OF THE STATE FIRE MARSHAL
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM
LISTING No. 7263-1610:0142 Page 1 of 1
CATEGORY: 7263 -- SMOKE ALARM-COMBINATION SMOKE/CARBON MONOXIDE (PHOTOELECTRIC) A ARO N N EU B E RT ARC H |TECTS
LISTEE: KIDDE SAFETY4820 Centennial Blvd, Suite 145, Colorado Springs, CO 80919
Contact. Larry Ratzlaff (847) 214-1190
Email: larry.ratzlaff@carrier.com
DESIGN: *Model KN-COPE-IC is a 120 VAC powered with a 8 volt backup photoelectric type smoke
and electrochemical carbon monoxide (CO) alarm. *Unit is equipped with alarm silence ADU PROGRAM
feature and have a 10 year end of life timer. Refer to listee's data sheet for detailed product
description and operational considerations. OWNER:
CITY OF FRESNO
RATING: Model KN-COPE-IC: 120 VAC with 9 volt backup PLANNING AND DEVELOPMENT DEPARTMENT
Approved batteries: Duracell MN1604 or MX1604, Energizer 522 or Gold Peak 1604A ORI a0 LOOR
INSTALLATION: In accordance with listee's printed installation instructions, applicable codes and ordinances ARCHITECT.
and in a manner acceptable to the authority having jurisdiction. AARON NEUBERT ARCHITECTS. INC
MARKING: Listee's name, model number, electrical rating, and UL label. 53184AF'§%"EVLEENSAQXE:\;%ENSK';(EO%';E
APPROVAL: Listed as a single/multiple station photoelectric smoke and electrochemical carbon P.323.953.4700 F.323.953.4900
monoxide (CO) alarm. AARON NEUBERT CA# C-29005
NOTE: 1. The photoelectric type alarms are generally more effective at detecting slow, smoldering STRUCTURAL ENGINEER:
fires which smolder for hours before bursting into flame. Sources of these fires may include
cigarettes burning in couches or bedding. The ionization type alarms are generally more NOUS ENGINEERING, INC.
effective at detecting fast, flaming fires which consume combustible materials rapidly and fggmﬂ?g %%fgémgzﬂf 760
spread quickly. Sources of these fires may include paper burning in a waste container or a P. 213.627 6687
grease fire in the kitchen.
2. *Meet the new smoke alarm requirement (SB1394).
MEP ENGINEER:
3.*F ly 7257-1610:0142
S INNODEZ DESIGN AND ENGINEERING
726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997
*Rev. 06-10-15 bh
This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed
the test results andfor other data but does not make an independent verification of any claims. This listing is not
an endorsement or recommendation of the item listed. This listing should not be used to verify correct CEILING FAN / LIGHT
operational requirements or installation criteria. Refer to listee's data sheet, installation instructions and/or other A
@ KIDDE SAFETY, KN-COPE-IC
Date Issued: July 01, 2021 Listing Expires ~ June 30, 2022 Provide receptacle within 25' and on the same level of SMOKE AND CARBON MONOXIDE (CO)
mechanical equipment. (CEC section 210.63) A ALARM
Authorized By: DAVID CASTILLO, M.E., F.P.E. TELEVISION CABLE
Fire Enai ing Divisi NOTE: Receptacles serving countertops and Work Surfaces:
iré Cngineering Livision a) Receptacle outlets shall not be installed in a face up position in the work surfaces. A 0 DATA LINE
b) Receptacle outlets shall be located on or above, but not more than 20in. above the . . ® THERMOSTAT
countertop or work surface. (CEC section 210.52(C)(5)) Smoke alarms shall be installed per CRC section R314: @ VERT DUCT
¢) Receptacle outlets shall be permitted to be mounted not more than 12in. below the a) Shall not be installed within 36" of supply registers and measured from the blade tip of ceiling .
03 SMOKE/ CARBON MONOXIDE ALARM SPECIFICATION countertop or work surface provided the countertop does not extend more than 6 in. beyond fans. (NFPA 72, section 29.8.3.4(4)) — — — puCcT
SCALE: N/A its support base. (CEC section 210.52(C)(5) Exception) b) Highest portion of a sloped or within 12" of the highest point of a coffered ceiling (NFPA 72,
d) On island and peninsular countertops, receptacles may be mounted a maximum 12in. section 29.8.3.4(10)) — ~ — UNDERGROUND DUCT
below countertop provided there are no back splashes or dividers and no means to mount ¢) Installation near Bathrooms shall be not less than 2 feet horizontal distance from the door or e }‘ AR SUPPLY
within 20in. above countertop, such as an overhead cabinet. (CEC section 210.52(C)(5) opening of a bathroom that contains a bathtub or shower unless this would prevent placement
Exception(2)) required by other sections of this code (NFPA 72, section 29.8.3.4(6), (5)) - ﬂ{ RETURN
X AR SUPPLY
FRESNO ADU NOTE: EXTERIOR ELECTRICAL RECEPTACLE
TO BE INSTALLED AT 1'-6" A.F.F. TYPICAL N RETURN
GENERAL NOTES: A TELEPHONE
1. Lumi.nai.res shall have appropriate _UL or qther Iapel as requi_red by local codes.. g TELEPHONE (2 LINE)
2. Luminaires shall include accessories for installation according to local and national codes.
3. Contractor shall verify the following prior to ordering luminaires: : . r . r D_I =©=GH OUTLET
a. locations and recess depths and any structural and other conflicts. | k ] e ] d
b. final voltages and ceiling trim compatibility. <ﬂ> X-8-31/4" | 2-9 ﬁL 2-9 ) %ﬂ %H QUAD OUTLET
c. ceilipgg mo_re.than 3A;3/4”.’[.hick which Iimit§ trim compatibi_lity. - . - DEDICATED OUTLET
d. luminaires in insulated ceilings, necessitating the need for insulated ceiling type housings. B REVISION: DATE: COMMENT:
4. Contractor shall provide approved fire-rated enclosures for luminaires located in a fire-rated ceiling. =¢= FLOOR-MOUNTED OUTLET
5. Responsibility for emergency lighting, code compliance, and circuiting to meet code conformance remains ISSUE:
with the Architect and Electrical Engineer as required by law. $ SWITCH
6. Contractor shall submit luminaire substitutions prior to bid for review. Contractor shall supply a sample $ DIMMER SWITCH
and/or photometric data if requested. If substitution is rejected, Contractor shall provide specified product. D
7. Luminaire voltages to be determined by Project Electrical Engineer. . $ 3-WAY SWITCH REVISION #2 06.03.22  PLAN GHECK CORRECTIONS
8. All luminaire sockets shall be labeled permanently, in the factory, with wattages indicated in "Lamp F5 ’
Specification” column, not maximum wattages. N $  3-WAY DIMMER SWITCH /" \REVISION #104.04.22  PLAN CHECK CORRECTIONS
EXHAUST FAN SWITCH
TYPE DESCRIPTION L LAMP e LUMINAIRE NOTES LOCATION A, Rl — $F
SPECIFICATION SPECIFICATION WATTS NO. $R RADIANT FLOOR HEATER CONTROL
F1 Downlight ELCO 2700K 14 W White Trim Typ. Interior X9-63/4" A
Interior EL490ICA housing 120V (@) LED DOWN LIGHT
Koto Module with Pex 4" <D LED DIRECTIONAL DOWN LIGHT
F2 Surface mounted DWELED 1276 Im 17w Bathroom I SEAL:
luminaire for sink/ 3000K = & PENDANT LIGHT
vanity Slim Nightstick LED 120V == =———  LINEAR CABINET UNDERMOUNT LIGHT
Damp Location Wall Light ‘ F1
WS-35819 = EXTERIOR LIGHT
5 1 & EXTERIOR MOTION SENSITIVE LIGHT
F3 Under gab!net mounted | Commercial Electric 180 Im/ft 4.7 W/t Under Cabinet ‘ = ® FLUSH MOUNTED CEILING SPEAKER
led luminaire 3000K
16 ft. White Indoor LED Tape| Dimmable (@) EXHAUST FAN
Light with remote 12v — ]
F4 Ceiling mounted fan w/ | Home Decorators Collection | 120V 14W Bedroom > NOTE: ALL SWITCHES & OUTLETS TO HAVE ADU PROG RAM
light fixture . 5 = SCREWLESS FACEPLATES CITY OF FRESNO
Mercer 52in. LED Indoor 517" o-17 L3 CALIFORNIA
Brushed Nickel Ceiling Fan N '{ - /{ NOTE: EXTERIOR ELECTRICAL RECEPTACLE
with Light Kit and Remote — & k—\\y TO HAVE WEATHERPROOF COVER
D = FS= ==
F5 Surface mounted Artika 650 Im 93W Exterior Entry (m)ﬁ @ F1 dﬂ) o ‘ F1 [ ] DROPCEILING DRAWING TITLE:
luminaire for entryway 3000K X12-0" \ X12-0" (jh) ‘ X12-0" -
Exterior Glaier 1-Light Dimmable . I —— ; : I ; 3 I [ VAULTED CEILING ADU 05 - CONTEMPORARY
LED Wall Sconce 120V
REFLECTED CEILING PLAN
oate: JUNE 3, 2022

SCALE: AS NOTED

DRAWN BY:

LIGHTING SCHEDULE REFLECTED CEILING PLAN _ A 1 1 O S
02 01 © Aaron Neubert Architects, INC. 2022 u

SCALE: 1/2"=1'0" SCALE: 1/4"=1"-0"
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AARON NEUBERT ARCHITECTS

ADU PROGRAM

OWNER:

CITY OF FRESNO

PLANNING AND DEVELOPMENT DEPARTMENT
2600 FRESNO STREET, 3RD FLOOR
FRESNO, CA 93721

ARCHITECT:

AARON NEUBERT ARCHITECTS, INC.

2814 ROWENA AVENUE, SUITE ONE
LOS ANGELES, CALIFORNIA 90039
P.323.953.4700 F. 323.953.4900

AARON NEUBERT CA# C-29005

STRUCTURAL ENGINEER:

NOUS ENGINEERING, INC.

600 WILSHIRE BOULEVARD, SUITE 760
LOS ANGELES, CALIFORNIA 90017
P. 213.627.6687

MEP ENGINEER:

INNODEZ DESIGN AND ENGINEERING

726 FOXBROUGH PLACE
PLEASANTON, CALIFORNIA 94566
P. 424.414.0997

REVISION: DATE: COMMENT:

ISSUE:

AREVISION #206.03.22 PLAN CHECK CORRECTIONS

AREVISION #104.04.22 PLAN CHECK CORRECTIONS

SEAL:

Project No. 2104

ADU PROGRAM

CITY OF FRESNO
CALIFORNIA

DRAWING TITLE:

ADU 05 - CRAFTSMAN
ELEVATIONS
SECTIONS

oate: JUNE 3, 2022
SCALE: 1/4=1"-0"

DRAWN BY:

© Aaron Neubert Architects, INC. 2022‘ \ [ ] 2 O 0 C
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MATERIALS AND PAINT SCHEDULE

ID TAG TYPE DESCRIPTION LOCATION MANUFACTURER MODEL # SPECIES / STAIN COLOR / FINISH SIZE SOURCE COMMENTS / NOTES
PAINT EXTERIOR INTERIOR
PT-01
PAINT INTERIOR INTERIOR
PT-02
PAINT INTERIOR INTERIOR
PT-03
FLOOR LIVING ROOM, KITCHEN, BEDROOMS,
FW-01 HALLWAY, CLOSETS
FLOOR TILE BATHROOM
FT-01
FLOOR TILE BATHROOM
FT-02
BASEBOARD LIVING ROOM, KITCHEN, BEDROOMS,
BW-01 HALLWAY, CLOSETS
COUNTERTOP KITCHEN
CT-01
COUNTERTOP BATH
CT-02
PLUMBING FIXTURE SCHEDULE
UNIT | QTY TYPE LOCATION MANUFACTURER |  MODEL# | COLOR/FINISH COMMENTS
Pl | 1 KITCHEN SINK KITCHEN
P2 | 1 KITCHEN FAUCET KITCHEN
P3 | 1 | GARBAGE DISPOSAL W/CORD KITCHEN
P4 | 1 LAVATORY SINK BATH
P5 | 1 SINK FAUCET BATH
P6 | 1 TOILET BATH .
P7 | 1 TOILET PAPER HOLDER BATH PT-02
P8 | 1 24" TOWEL BAR BATH PT-03 ) [——
4
P9 | 1 SINGLE ROBE HOOK BATH |:| ]
P10 | 1 SHOWERHEAD BATH o
P11 | 2 THERMO. VALVE TRIM BATH .
= o CT-01 q 2|
N
P12 | 1 BATHTUB BATH <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>